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Executive Summary 

This document presents recommended code changes that the California Energy 

Commission will be considering for adoption in 2021. If you have comments or 

suggestions prior to the adoption, please email info@title24stakeholders.com. 

Comments will not be released for public review or will be anonymized if shared.  

Introduction 

The Codes and Standards Enhancement (CASE) Initiative presents recommendations 

to support the California Energy Commissionôs (Energy Commission) efforts to update 

the California Energy Code (Title 24, Part 6) to include new requirements or to upgrade 

existing requirements for various technologies. Three California Investor Owned Utilities 

(IOUs) ï Pacific Gas and Electric Company, San Diego Gas and Electric, and Southern 

California Edison ï and two Publicly Owned Utilities ï Los Angeles Department of 

Water and Power and Sacramento Municipal Utility District (herein referred to as the 

Statewide CASE Team when including the CASE Author) ï sponsored this effort. The 

program goal is to prepare and submit proposals that will result in cost-effective 

enhancements to improve energy efficiency and energy performance in California 

buildings. This report and the code change proposals presented herein are a part of the 

effort to develop technical and cost-effectiveness information for proposed requirements 

on building energy-efficient design practices and technologies. 

The Statewide CASE Team submits code change proposals to the Energy Commission, 

the state agency that has authority to adopt revisions to Title 24, Part 6. The Energy 

Commission will evaluate proposals submitted by the Statewide CASE Team and other 

stakeholders. The Energy Commission may revise or reject proposals. See the Energy 

Commissionôs 2022 Title 24 website for information about the rulemaking schedule and 

how to participate in the process: https://www.energy.ca.gov/programs-and-

topics/programs/building-energy-efficiency-standards/2022-building-energy-efficiency.  

The overall goal of this Final CASE Report is to present a code change proposal for 

refrigeration systems utilized in refrigerated warehouses and commercial applications 

(supermarkets). The report contains pertinent information supporting the code change. 

Measure Description 

Background Information 

Submeasure A: Design and Control Requirements for Transcritical CO2 Systems 

Transcritical CO2 refrigeration systems are a growing technology alternative for owners 

seeking low global warming potential (GWP) refrigeration systems utilized in 

mailto:info@title24stakeholders.com
https://www.energy.ca.gov/programs-and-topics/programs/building-energy-efficiency-standards/2022-building-energy-efficiency
https://www.energy.ca.gov/programs-and-topics/programs/building-energy-efficiency-standards/2022-building-energy-efficiency
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commercial refrigeration and refrigerated warehouses. Due to its low critical point of 

87ÁF CO2 as a refrigerant requires unique design and control requirements compared to 

other refrigeration systems with more common refrigerant types (ammonia, 

halocarbons). The proposed code changes provide the first code requirements in Title 

24, Part 6 for these system types to clarify best practices for designers and owners. 

Submeasure B: Minimum Air-Cooled Condenser Sizing and Specific Efficiency for 
Packaged Refrigeration Systems 

Packaged refrigeration systems combine all the components of a refrigeration system 

into modular units that can be distributed around a building to replace large centralized 

systems. They typically use ammonia as the refrigerant but avoid the need for a large 

single charge, thus providing refrigerated warehouse owners an option for a low GWP 

refrigeration system.  

A market study was conducted to understand how current code requirements originally 

designed for large central systems affect the design and cost effectiveness of packaged 

systems. The proposed code changes would reduce the minimum size requirement for 

air cooled condensers for these systems to make them more cost effective. 

Submeasure C: Evaporator Specific Efficiency 

In a mechanical refrigeration system, the evaporator is the component that absorbs heat 

from the air inside the space being cooled. Evaporator efficiency is based on the 

amount of heat it can absorb divided by the amount of power that must be consumed by 

the fan motors which are used to evenly distribute the cool air throughout the space. A 

market study was conducted to understand the efficiency of available products, and a 

cost-effectiveness analysis was performed to establish reasonable minimum evaporator 

specific efficiency thresholds that result in statewide energy savings. 

Submeasure D: Automatic Door Closers 

The proposed code changes add requirements for automatic door closers for 

refrigerated warehouses to further reduce infiltration. Infiltration occurs when warmer air 

enters the space being cooled and can account for up to 30 percent of refrigeration 

loads in refrigerated warehouses. High amounts of infiltration load place a higher load 

on mechanical refrigeration systems and thus result in wasted energy.   

Submeasure E: Acceptance Testing for Commercial Refrigeration 

Requirements for commercial refrigeration systems have been included in Title 24, Part 

6 since 2013. However, acceptance testing for key energy savings requirements has 

not yet been included in the reference appendices. Without acceptance testing 

procedures, installations in California may not be in full compliance resulting in an 
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increase in statewide energy usage. This Final CASE Report proposes acceptance 

testing procedures to improve future compliance. 

Proposed Code Changes 

Submeasure A: Design and Control Requirements for Transcritical CO2 Systems 

The proposed code changes would result in the following requirements for transcritical 

CO2 refrigeration systems utilized in commercial refrigeration and refrigerated 

warehouses: 

¶ Restrictions on air-cooled gas coolers in high ambient temperature climate zones 

to reduce the number of supercritical operating hours. Alternatives to air cooled 

gas coolers include water cooled condensers connected to a cooling tower, 

adiabatic gas coolers, and evaporative gas coolers.  

o Restricted Climate Zones for Refrigerated Warehouses: Climate Zone 9, 10, 

11, 12, 13, 14, and 15 

o Restricted Climate Zones for Commercial Refrigeration: Climate Zone 10, 11, 

12, 13, 14, and 15 

¶ Minimum air-cooled and adiabatic gas cooler sizing and specific efficiency. This is 

to ensure cost-effective design of the refrigeration systemôs heat rejection 

equipment, balancing first cost of the equipment and the additional energy savings 

that are achieved with larger heat exchanger surfaces. 

¶ Supercritical optimized head pressure control, which allows for the head pressure 

setpoint to be reset in response to ambient conditions 

¶ Ambient temperature reset control strategy to control head pressure during 

subcritical operation 

¶ Minimum saturated condensing temperature of 60ÁF for systems with design 

saturated suction temperatures of less than 30ÁF (otherwise 70ÁF) 

¶ Heat recovery for transcritical CO2 systems in supermarkets. Refrigeration 

equipment in supermarkets creates a heating load to maintain comfortable space 

temperatures for shoppers. As a result, supermarkets require heating for more 

hours than most occupancies. In most climate zones, waste heat from the 

refrigeration system can be recovered to provide it more efficiently. Heat recovery 

is already required for other refrigeration technologies, but heat recovery 

equipment for high pressure CO2 systems have different costs and savings. 
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Submeasure B: Minimum Air-Cooled Condenser Sizing and Specific Efficiency for 
Packaged Refrigeration Systems 

The proposed code change would decrease the minimum sizing and specific efficiency 

requirements for air cooled condensers that are integrated into a large packaged 

refrigeration system as summarized in the table below. 

Table 1: Packaged Refrigeration System Code Change Summary 

 Existing Requirement Proposed 
Requirement 

Freezer Systems (Sizing) 10ÁF 15ÁF 

Cooler/Dock Systems (Sizing) 15ÁF 20ÁF 

All Systems Types (Specific Efficiency) 75 Btuh/Watt (Ammonia) 60 Btuh/Watt 

All Systems Types (Specific Efficiency) 65 Btuh/Watt (Halocarbon) 60 Btuh/Watt 

The code language would also exempt packaged units below a certain compressor 

horsepower, similar to the existing exemption for condensing units below a certain size.  

Submeasure C: Evaporator Specific Efficiency 

The proposed code change would set a minimum evaporator specific efficiency in non-

process cooling/freezing applications in refrigerated warehouses. After an extensive 

market study of costs and efficiency of evaporators, only units with efficiencies in the top 

60th percentile would be allowed (i.e., 40 percent of current products would not be not 

compliant). The proposed thresholds are summarized below. 
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Table 2: Evaporator Specific Efficiency Proposed Thresholds 

Submeasure D: Automatic Door Closers 

The proposed code change would require two types of automatic door closers to be 

installed on doors in refrigerated warehouses that separate a colder freezer, cooler, or 

dock space from a warmer temperature space or the outside. These two door types are 

an automatic hinge that closes the door from an open position, as well as a tight sealing 

mechanism that closes the door completely if slightly ajar (approximately one inch 

opened).  

Submeasure E: Acceptance Testing for Commercial Refrigeration 

The proposed acceptance testing procedures for commercial refrigeration add new 

language added to the Nonresidential Appendix NA7 to cover the following measures: 

¶ Condensers and Condenser Fan Motor Variable Speed Control (air cooled, 

evaporative cooled, and adiabatic) 

¶ Compressor Floating Suction Controls 

¶ Liquid Subcooling 

¶ Refrigerated Display Case Lighting (motion sensor and automatic time switch 

controls) 

¶ Refrigeration Heat Recovery 

Scope of Code Change Proposal 

 summarizes the scope of the proposed changes and which sections of Standards, 

Reference Appendices, Alternative Calculation Method (ACM) Reference Manual, and 

compliance documents that would be modified as a result of the proposed change(s). 

Evaporator 
Application 

Liquid Feed Type Refrigerant 
Type 

Minimum 
Efficiency 

Freezer Direct Expansion Halocarbon 40 Btuh/Watt 

Freezer Direct Expansion Ammonia 25 Btuh/Watt 

Freezer Flooded/Recirculated Liquid Ammonia 45 Btuh/Watt 

Cooler Direct Expansion Halocarbon 45 Btuh/Watt 

Cooler Direct Expansion Ammonia 35 Btuh/Watt 

Cooler Flooded/Recirculated Liquid Ammonia 50 Btuh/Watt 
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Table 3: Scope of Code Change Proposal 

Measure Name Type of 
Requirement 

Modified Section(s) 
of Title 24, Part 6 

Modified Title 
24, Part 6 
Appendices 

Would ACM 
Reference 
Manual Be 
Modified 

Modified 
Compliance 
Document(s) 

Design and Control 
Requirements for Transcritical 
CO2 Systems 

Mandatory Section 100.1; 

Section 120.6(a); 
Section 120.6(b) 

Nonresidential 
Appendix NA7 

No NRCC-PRC-E 

Minimum Air-Cooled Condenser 
Sizing Requirements for 
Packaged Refrigeration Systems 

Mandatory Section 120.6(a)4 N/A No NRCC-PRC-E 

Minimum Evaporator Specific 
Efficiency Requirements 

Mandatory Section 120.6(a)3 N/A No NRCC-PRC-E 

Automatic Door Closer 
Requirements 

Mandatory Section 120.6(a)7 
(currently Section 
120.6(a)6) 

N/A No NRCC-PRC-E 

Acceptance Testing Procedures 
for Commercial Refrigeration 

Mandatory N/A Nonresidential 
Appendix NA7 

No NRCA-PRC 
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Market Analysis and Regulatory Assessment 

Because all of the proposed code changes impact the commercial/industrial 

refrigeration market, the market structure is similar across all submeasures. Key market 

actors include manufacturers, distributors/sales representatives, design engineers, 

installation contractors, and end users. Refrigeration equipment is typically specified by 

design engineers or design build contractors and supplied by multiple original 

equipment manufacturers (OEMs).  

Overall, the proposed code changes are not expected to have significant market or 

technical barriers as multiple suppliers offer equipment of various sizes and 

technologies. 

Compliance for the proposed code changes is expected to follow similar procedures 

that already occur for ensuring compliance of existing code language for refrigerated 

warehouses and commercial refrigeration.  

Cost Effectiveness  

The code changes are being proposed to only those climate zones where they are 

found to be cost effective. code change was found to be cost effective for all climate 

zones where it is proposed to be required. The benefit-to-cost (B/C) ratio compares the 

benefits or cost savings to the costs over the 15-year period of analysis. Proposed code 

changes that have a B/C ratio of 1.0 or greater are cost effective. The larger the B/C 

ratio, the faster the measure pays for itself from energy cost savings. The B/C ratios for 

the qualifying equipment or climate zones after accounting for exceptions for each 

submeasure are summarized in the table below. See Sections 2.4, 3.4, 4.4, 5.4, and 6.4 

for the methodology, assumptions, and results of the cost-effectiveness analysis.
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Table 4: Benefit-to-Cost Ratio Range Summary 

Submeasure Name Prototype Description Minimum 
B/C Ratio  

Maximum
B/C Ratio 

Excluded 
Climate 
Zones 

Design and Control Requirements 
for Transcritical CO2 Systems 

Large Refrigerated 
Warehouse 

Air-cooled gas cooler restriction 1.11 3.29 1, 2, 3, 4, 5, 
6, 7, 8, 16 

Design and Control Requirements 
for Transcritical CO2 Systems 

Large Refrigerated 
Warehouse 

Gas Cooler Sizing (6F Approach) 1.02 3.49 2,4,8 

Design and Control Requirements 
for Transcritical CO2 Systems 

Large Refrigerated 
Warehouse 

Supercritical Optimized Head Pressure 
Control with Modulating Fan Speed 

1.07 4.93 All 

Design and Control Requirements 
for Transcritical CO2 Systems 

Large 
Supermarket 

Air-cooled gas cooler restriction 1.14 4.66 1, 2, 3, 4, 5, 
6, 7, 8, 9, 16 

Design and Control Requirements 
for Transcritical CO2 Systems 

Large 
Supermarket 

Gas Cooler Sizing (6F Approach) 1.52 9.27 N/A  

Design and Control Requirements 
for Transcritical CO2 Systems 

Large 
Supermarket 

Supercritical Optimized Head Pressure 
Control with Modulating Fan Speed 

1.08 1.76 All 

Design and Control Requirements 
for Transcritical CO2 Systems 

Large 
Supermarket 

Heat Recovery 1.02 2.50 15 

Minimum Air-Cooled Condenser 
Sizing Requirements for Packaged 
Refrigeration Systems 

Large Refrigerated 
Warehouse 

Revised minimum gas cooler sizing 
requirement (15-20F) 

1.04 2.48 N/A 

Minimum Evaporator Specific 
Efficiency Requirements 

Small Refrigerated 
Warehouse 

Cooler/Dock Evaporators ï DX 
Halocarbon 

2.21 3.21 N/A 

Minimum Evaporator Specific 
Efficiency Requirements 

Small Refrigerated 
Warehouse 

Freezer Evaporators ï DX Halocarbon 3.02 3.59 N/A 

Minimum Evaporator Specific 
Efficiency Requirements 

Small Refrigerated 
Warehouse 

Cooler/Dock Evaporators ï DX 
Ammonia 

2.57 3.88 N/A 

Minimum Evaporator Specific 
Efficiency Requirements 

Small Refrigerated 
Warehouse 

Freezer Evaporators ï DX Ammonia 3.21 4.66 N/A 

Minimum Evaporator Specific 
Efficiency Requirements 

Large Refrigerated 
Warehouse 

Cooler/Dock Evaporators ï 
Flooded/Recirc Ammonia 

3.36 6.18 N/A 
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Submeasure Name Prototype Description Minimum 
B/C Ratio  

Maximum
B/C Ratio 

Excluded 
Climate 
Zones 

Minimum Evaporator Specific 
Efficiency Requirements 

Large Refrigerated 
Warehouse 

Freezer Evaporators ï Flooded/Recirc 
Ammonia 

3.50 7.85 N/A 

Automatic Door Closer 
Requirements 

Large Refrigerated 
Warehouse 

Automatic door closers 1.26 1.61 16 

Acceptance Testing Procedures 
for Commercial Refrigeration 

Large 
Supermarket 

N/A 3.10 22.00 N/A 
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Statewide Energy Impacts: Energy, Water, and Greenhouse Gas (GHG) 
Emissions Impacts 

Table 5 presents the estimated energy and demand impacts of the proposed code 

change that would be realized statewide during the first 12 months that the 2022 Title 

24, Part 6 requirements are in effect. First-year statewide energy impacts are 

represented by the following metrics: electricity savings in gigawatt-hours per year 

(GWh/yr), peak electrical demand reduction in megawatts (MW), natural gas savings in 

million therms per year (MMTherms /yr), and time dependent valuation (TDV) energy 

savings in kilo British thermal units per year (TDV kBtu/yr). See Sections 2.5.1, 3.5, 

4.5.1, 5.5.1, and 6.5 for more details on the first-year statewide impacts calculated by 

the Statewide CASE Team. Sections 2.3.2.3, 3.3, 4.3.2.3, 5.3.2.3, and 6.3 contains 

details on the per-unit energy savings calculated by the Statewide CASE Team. 

For Submeasure A (Design and Control Requirements for Transcritical CO2 Systems), 

the Statewide CASE Teamôs goal is to clarify best practices. Therefore, not all of the 

proposed code language results in incremental statewide savings or GHG impacts. In 

Table 5 and Table 6 below, first-year statewide energy savings does not include 

electricity or natural gas savings from the following submeasures, as they are either 

already assumed to be standard practice or already interpreted to be a requirement: 

¶ Submeasure A: Minimum SCT of 60ÁF (standard practice) 

¶ Submeasure A: Ambient following head pressure control during subcritical 

operation (standard practice) 

¶ Submeasure A: Gas Cooler Optimized Head Pressure Control without fan speed 

modulation (standard practice) 

¶ Submeasure A: Gas Cooler Specific Efficiency (standard practice) 

¶ Submeasure A: Adiabatic Gas Cooler Sizing (standard practice) 

¶ Submeasure A: Heat Recovery (already interpreted to be a requirement in 

Section 120.6(b), although never explicitly analyzed in previous CASE Reports) 

First-year statewide energy savings for Submeasure A include restriction on air cooled 

gas coolers and air-cooled gas cooler sizing. 
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Table 5: First-Year Statewide Energy and Impacts  

Measure 

 

Electricity 
Savings 

(GWh/yr) 

Peak 
Electrical 
Demand 
Reduction 

(MW) 

Natural 
Gas 

Savings 

(MMTherm
s/yr) 

TDV 
Energy 
Savings 

(million 
TDV 

kBtu/yr) 

Design and Control 
Requirements for 
Transcritical CO2 Systems 
(Total) 

1.51 1.13 0 7.02  

New Construction 1.51 1.13 0 7.02  

Additions and Alterations N/A N/A N/A N/A 

Minimum Air-Cooled 
Condenser Sizing and 
Specific Efficiency of 
Package Refrigeration 
Systems 

N/A N/A N/A N/A 

Evaporator Specific 
Efficiency (Total) 

6.64 1.94 0 186.7  

New Construction 2.13 0.63 0 60.0  

Additions and Alterations 4.51 1.31 0 126.7  

Automatic Door Closers 
(Total) 

0.36 0.00 0 10.4  

New Construction 0.11 0.00 0 3.1  

Additions and Alterations 0.25 0.00 0 7.2  

Acceptance Testing for 
Commercial Refrigeration 

N/A N/A N/A N/A 

TOTAL 8.51 3.07 0 204.1  

Overall, the proposed code language associated with Submeasure A is expected to 

reduce the energy consumption of refrigerated warehouses and large supermarkets by 

10 percent and 5 percent respectively per prototype. Submeasure B does not result in 

an increase to the stringency of the energy code, and therefore no statewide savings 

are reported. Submeasure C is expected to reduce the energy consumption for 

refrigerated warehouses by 3-9 percent per prototype depending on the selected 

refrigeration system and refrigerant. Submeasure D is expected to reduce the energy 

consumption for refrigerated warehouse by 1 percent. Submeasure E does not result in 

an increase to the stringency of the energy code, and therefore no statewide savings 

are reported. 

Table 6 presents the estimated avoided GHG emissions associated with the proposed 

code change for the first year the standards are in effect. Avoided GHG emissions are 
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measured in metric tons of carbon dioxide equivalent (metric tons CO2e). Assumptions 

used in developing the GHG savings are provided in Sections 2.5.2, 4.5.2, 5.5.2 and 

Appendix F of this report. The monetary value of avoided GHG emissions is included in 

TDV cost factors and is thus included in the cost-effectiveness analysis.  

Table 6: First-Year Statewide GHG Emissions Impacts 

Measure Avoided GHG 
Emissions 

(Metric Tons 
CO2e/yr) 

Monetary 
Value of 

Avoided GHG 
Emissions 

($2023) 

Design and Control Requirements for 
Transcritical CO2 Systems 

140 $14,848  

Minimum Air-Cooled Condenser Sizing and 
Specific Efficiency of Package Refrigeration 
Systems 

N/A N/A 

Evaporator Specific Efficiency  380 $40,277  

Automatic Door Closers  19 $2,040  

Acceptance Testing for Commercial 
Refrigeration 

N/A N/A 

Total 539 $57,165  

Water and Water Quality Impacts 

The proposed measure is not expected to have any impacts on water quality, excluding 

impacts that occur at power plants. Water use may increase due to the proposed 

measure of restricting air-cooled gas coolers for transcritical CO2 systems (Submeasure 

A). The average expected incremental annual water usage per refrigerated warehouse 

prototype and large supermarket prototype is 890,000 gallons per year and 456,000 

gallons per year respectively assuming the use of adiabatic gas coolers.  

Compliance and Enforcement 

Overview of Compliance Process 

The Statewide CASE Team worked with stakeholders to develop a recommended 

compliance and enforcement process and to identify the impacts this process would 

have on various market actors. The compliance process is described in Sections 2.1.5, 

3.1.5, 4.1.5, 5.1.5, and 6.1.5. Impacts that the proposed measure would have on market 

actors is described in Appendix F. The key issues related to compliance and 

enforcement are summarized below:  
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¶ Evaporator manufacturers would be required to provide new information as part 

of their typical equipment submittal documentation (input power and capacity at 

particular rating conditions). 

¶ Individuals that perform acceptance testing would need to be trained on how to 

perform new acceptance testing procedures related to commercial refrigeration 

and transcritical CO2 systems. 

¶ There currently does not exist any compliance mechanisms related to Title 24, 

Part 6 that are able to confirm published evaporator ratings to actual evaporator 

performance. Exploration of requiring evaporator manufacturers to provide 

certified ratings was explored but cannot be recommended at this time due to 

multiple competing standards and ongoing discussions in the industry as to 

which standard is most applicable. 

Field Verification and Acceptance Testing 

Submeasure A: Design and Control Requirements for Transcritical CO2 Systems 

The only requirement that would require developing new acceptance testing would be 

for gas cooler control. The testing would be like the condenser acceptance test 

procedures already developed for refrigerated warehouses. 

Compliance for the gas cooler sizing and specific efficiency requirements, restriction of 

air-cooled gas coolers, and minimum saturated condensing temperature (SCT) 

requirement would not require additional acceptance testing. Compliance would be 

achieved through initial permit review of the selected refrigeration equipment, and 

simple field verification of the minimum SCT setpoint and installed gas cooler type. The 

existing compliance form used for refrigerated warehouses and commercial refrigeration 

would be modified for the designer to indicate the page of the construction documents 

where the particular feature is specified and a checkbox to prompt the building inspector 

to verify the requirements. 

Submeasure B: Minimum Air-Cooled Condenser Sizing and Specific Efficiency for 
Packaged Refrigeration Systems 

Compliance for the revised minimum air-cooled condenser sizing and specific efficiency 

requirement for packaged refrigeration systems would not require additional acceptance 

testing. Compliance would be achieved through initial permit review of the selected 

refrigeration equipment, a completed certificate of installation by the installing contractor 

and building department inspection of the installed air-cooled condenser. The existing 

compliance form used for refrigerated warehouses would be modified to prompt the 

building inspector to verify the requirements and fill out check boxes accordingly. 
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Submeasure C: Evaporator Specific Efficiency 

Compliance for the proposed minimum evaporator specific efficiency requirements 

would not require additional acceptance testing. Compliance would be achieved through 

initial permit review of the selected refrigeration equipment, a completed certificate of 

installation that confirming that the specified efficiency of evaporators were installed and 

building department inspection of the installed evaporators. The existing compliance 

form used for refrigerated warehouses would be modified to prompt the building 

inspector to verify the requirements and fill out check boxes accordingly. Evaporator 

manufactures would be required to provide rated input power requirements (kW), which 

is currently not typically provided as part of equipment submittal documentation. 

Submeasure D: Automatic Door Closers 

Compliance for the proposed automatic door closer requirements would not require 

additional acceptance testing. Compliance would be achieved through initial permit 

review of the equipment specified in the door schedule of plan drawings, and building 

department inspection that the automatic door closer hardware is installed. 

Submeasure E: Acceptance Testing for Commercial Refrigeration 

This proposed submeasure would add acceptance testing procedures to existing code 

requirements.
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1. Introduction 
This document presents recommended code changes that the California Energy 

Commission will be considering for adoption in 2021. If you have comments or 

suggestions prior to the adoption, please email info@title24stakeholders.com. 

Comments will not be released for public review or will be anonymized if shared.  

The Codes and Standards Enhancement (CASE) initiative presents recommendations 

to support the California Energy Commissionôs (Energy Commission) efforts to update 

the California Energy Code (Title 24, Part 6) to include new requirements or to upgrade 

existing requirements for various technologies. Three California Investor Owned Utilities 

(IOUs) ï Pacific Gas and Electric Company, San Diego Gas and Electric, and Southern 

California Edison,ï and two Publicly Owned Utilities ï Los Angeles Department of 

Water and Power and Sacramento Municipal Utility District (herein referred to as the 

Statewide CASE Team when including the CASE Author) ï sponsored this effort. The 

program goal is to prepare and submit proposals that will result in cost-effective 

enhancements to improve energy efficiency and energy performance in California 

buildings. This report and the code change proposal presented herein are a part of the 

effort to develop technical and cost-effectiveness information for proposed requirements 

on building energy-efficient design practices and technologies. 

The Statewide CASE Team submits code change proposals to the Energy Commission, 

the state agency that has authority to adopt revisions to Title 24, Part 6. The Energy 

Commission will evaluate proposals submitted by the Statewide CASE Team and other 

stakeholders. The Energy Commission may revise or reject proposals. See the Energy 

Commissionôs 2022 Title 24 website for information about the rulemaking schedule and 

how to participate in the process: https://www.energy.ca.gov/programs-and-

topics/programs/building-energy-efficiency-standards/2022-building-energy-efficiency.  

The overall goal of this Final CASE Report is to present a code change proposal for 

Refrigeration System Opportunities which consists of five main submeasure: 

¶ Submeasure A: Design and control requirements for transcritical CO2 systems 

¶ Submeasure B: Minimum air-cooled condenser sizing and specific efficiency for 

packaged refrigeration systems 

¶ Submeasure C: Evaporator specific efficiency requirements for refrigerated 

warehouses 

¶ Submeasure D: Automatic door closer requirements for refrigerated warehouses 

¶ Submeasure E: Acceptance testing language for existing commercial 

refrigeration requirements 

The report contains pertinent information supporting the code change. 

mailto:info@title24stakeholders.com
https://www.energy.ca.gov/programs-and-topics/programs/building-energy-efficiency-standards/2022-building-energy-efficiency
https://www.energy.ca.gov/programs-and-topics/programs/building-energy-efficiency-standards/2022-building-energy-efficiency
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When developing the code change proposal and associated technical information 

presented in this report, the Statewide CASE Team worked with a number of industry 

stakeholders including manufacturers, engineers, facility owners/end users, and others 

involved in the code compliance process. The proposal incorporates feedback received 

during a public stakeholder workshop that the Statewide CASE Team held on 

November 7, 2019 and April 2, 2020. 

The following is a brief summary of the contents of this report:  

¶ Section 1 ï Submeasure A: Design and Control Requirements for Transcritical 

CO2 Systems 

¶ Section 3 ï Submeasure B: Air-Cooled Condenser Minimum Sizing and Specific 

Efficiency Requirements for Packaged Refrigeration Systems  

¶ Section 4 ï Submeasure C: Evaporator Specific Efficiency Requirements for 

Refrigerated Warehouses  

¶ Section 5 ï Submeasure D: Automatic Door Closer Requirements for Refrigerated 

Warehouses  

¶ Section 6 ï Submeasure E: Acceptance Testing Language for Existing 

Commercial Refrigeration Requirements 

¶ Section 7 ï Proposed Revisions to Code Language concludes the report with 

specific recommendations with strikeout (deletions) and underlined (additions) 

language for the Standards, Reference Appendices, Alternative Calculation 

Method (ACM) Reference Manual, Compliance Manual, and compliance 

documents. 

¶ Bibliography presents the resources that the Statewide CASE Team used when 

developing this report. 

¶ Appendix A: Statewide Savings Methodology presents the methodology and 

assumptions used to calculate statewide energy impacts. 

¶ Appendix B: Embedded Electricity in Water Methodology presents the 

methodology and assumptions used to calculate the electricity embedded in water 

use (e.g., electricity used to draw, move, or treat water) and the energy savings 

resulting from reduced water use. 

¶ Appendix C: Nominal Energy Cost Savings presents TDV cost savings for each 

submeasure in terms of nominal dollars. 

¶ Appendix D: Environmental Impacts Methodology presents the methodologies and 

assumptions used to calculate impacts on GHG emissions and water use and 

quality. 
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¶ Appendix E: California Building Energy Code Compliance (CBECC) Software 

Specification presents relevant proposed changes to the compliance software (if 

any).  

¶ Appendix F: Impacts of Compliance Process on Market Actors presents how the 

recommended compliance process could impact identified market actors. 

¶ Appendix G : Summary of Stakeholder Engagement documents the efforts made 

to engage and collaborate with market actors and experts. 

¶ Appendix H: Simulation Assumptions for Building Prototypes summarizes the 

simulation assumptions used in the DOE2.2R simulation software to calculate 

energy impacts per measure 

In each section discussing individual submeasure (Sections 2 through 6), the following 

information is provided: 

¶ Section X.1 ï Measure Description provides a description of the measure and its 

background. This section also presents a detailed description of how this code 

change is accomplished in the various sections and documents that make up the 

Title 24, Part 6 Standards. 

¶ Section X.2 ï In addition to the Market Analysis section, this section includes a 

review of the current market structure. Section X.2.2 describes the feasibility 

issues associated with the code change, including whether the proposed measure 

overlaps or conflicts with other portions of the building standards, such as fire, 

seismic, and other safety standards, and whether technical, compliance, or 

enforceability challenges exist.  

¶ Section X.3 ï Energy Savings presents the per-unit energy, demand reduction, 

and energy cost savings associated with the proposed code change. This section 

also describes the methodology that the Statewide CASE Team used to estimate 

per-unit energy, demand reduction, and energy cost savings. 

¶ Section X.4 ï This section includes a discussion and presents analysis of the 

materials and labor required to implement the measure and a quantification of the 

incremental cost. It also includes estimates of incremental maintenance costs, i.e., 

equipment lifetime and various periodic costs associated with replacement and 

maintenance during the period of analysis.  

¶ Section X.5 ï First Year Statewide Impacts presents the statewide energy savings 

and environmental impacts of the proposed code change for the first year after the 

2022 code takes effect. This includes the amount of energy that would be saved by 

California building owners and tenants and impacts (increases or reductions) on 

material with emphasis placed on any materials that are considered toxic by the 

state of California. Statewide water consumption impacts are also reported. 
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2. Submeasure A: Design and Control Requirements 
for Transcritical CO2 Systems 

2.1 Measure Description  

2.1.1 Measure Overview 

This code change proposal includes minimum design and control requirements for 

carbon dioxide (CO2) transcritical refrigeration systems for both refrigerated warehouses 

(Section 120.6(a)) and commercial refrigeration systems (Section 120.6(b)). These 

requirements include the following: 

¶ Air-cooled gas cooler restriction, which restricts the use of this type of gas cooler 

in high ambient temperature climate zones in order to reduce the number of 

supercritical operating hours. Available options include water-cooled condensers 

connected to a cooling tower, adiabatic gas coolers, and evaporative gas 

coolers.  

¶ Minimum air-cooled and adiabatic gas cooler sizing and specific efficiency. This 

is to ensure cost-effective design of the refrigeration systemôs heat rejection 

equipment, balancing first cost of the equipment and the additional energy 

savings that are achieved with larger heat exchanger surfaces. 

¶ Supercritical optimized head pressure control, which allows for the head pressure 

setpoint to be reset in response to ambient conditions. 

¶ Subcritical ambient temperature reset control strategy, which aligns the head 

pressure control strategy of CO2 systems during subcritical operation with 

existing code language.  

¶ Minimum saturated condensing temperature setpoint of 60ÁF 

¶ Heat recovery for transcritical CO2. 

This mandatory code change would impact refrigerated warehouses and retail food 

stores that intend to use CO2 transcritical refrigeration system. The code change would 

be applicable to refrigerated warehouses that are greater than or equal to 3,000 square 

feet and refrigerated spaces with a sum total of 3,000 square feet or more that are 

served by the same refrigeration system, and to retail food stores with 8,000 square foot 

or more conditioned area. The change would also apply to healthcare facilities with 

refrigerated spaces meeting any of the above criteria. Refrigerated spaces (in 

warehouses) that are less than 3,000 square feet shall meet the requirements of the 

Appliance Efficiency Regulations for walk-in coolers or freezers contained in the 

Appliance Efficiency Regulations (California Code of Regulations, Title 20). 
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The code change is applicable to new construction, additions, and alterations, but only 

for newly installed refrigeration systems. 

There are no updates to the compliance software as a part of this proposal. 

Acceptance testing procedures will be proposed for the optimized head pressure control 

measure. 

2.1.2 Measure History 

Transcritical CO2 refrigeration systems are different from usual refrigeration systems in 

that the working fluid (CO2) exceeds its critical point after the vapor compression stage 

of the refrigeration cycle (outlet of compressor) during times of higher ambient 

temperatures (above approximately 75ÁF). This is known as supercritical operation, and 

results in a decrease in overall system efficiency whenever operating in this mode. 

During lower ambient conditions when CO2 is below the critical point after the vapor 

compression stage, the system is said to be operating subcritically and operates very 

similarly to other refrigeration systems. 

Because of the unique characteristics of CO2 systems during supercritical operation and 

because these system types are relatively new to the California market, mandatory 

requirements for these systems have so far been excluded from Title 24, Part 6. 

However, the market share for transcritical CO2 systems has been increasing, both in 

part to innovations in technology and controls as well as increasing regulatory 

requirements that may limit future refrigerant alternatives with high global warming 

potential (GWP) (Avinash 2020). With more systems being installed, requirements on 

sizing of gas coolers (heat rejection) and head pressure control strategies are expected 

to improve CO2 system performance for new installations resulting in statewide energy 

savings. In addition, these code change proposals would provide clarity for California 

business owners interested in the technology and looking to minimize their greenhouse 

gas emissions. 

A typical transcritical CO2 booster system is shown in Figure 1 below. The system 

consists of two suction groups ï booster and high stage. The compressors in the 

booster suction group serve low temperature (LT) loads and discharge into the suction 

of the high stage suction group. The compressors in the high stage suction group serve 

the medium temperature (MT) loads, as well as compress the gas from the booster 

suction group and the intermediate pressure vessel to high pressures. Heat is rejected 

from the high-pressure gas in the gas cooler (GC) when the system is operating in the 

supercritical mode. The discharge pressure is commonly controlled by a hold back valve 

in combination with the gas cooler fans. When operating in the subcritical mode the gas 

cooler operates as a condenser, analogous to other common refrigeration systems. The 

gas or liquid from the gas cooler/condenser expands in the intermediate pressure 

vessel / flash tank. The gas from the flash tank is compressed by the high stage 
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compressors (noted as MT compressors in the figure below), and the liquid from the 

flash tank is supplied to medium temperature and low temperature evaporators (loads). 

The evaporated gas in the evaporators is compressed by its respective suction group 

compressors. 

 

Figure 1: Transcritical CO2 booster refrigeration system diagram. 

Commercial and industrial refrigeration systems use a significant amount of energy, so 

the efficiency of the CO2 transcritical systems will be a key factor in annual energy 

usage of newly installed refrigeration systems that use CO2 as refrigerant. 

As CO2 transcritical systems increased in popularity in Europe and the United States 

(U.S.), multiple technologies have been developed that are designed to improve system 

efficiency during supercritical operating hours or reduce the total number of supercritical 

operating hours. These technologies consist of gas ejectors, parallel compression 

configuration, and expanders. While these technologies were explored as part of the 

CASE proposal, due to low market adoption and limited suppliers, these technologies 

are not recommended to be a mandatory code requirement at this time.  

2.1.3 Summary of Proposed Changes to Code Documents  

The sections below summarize how the standards, Reference Appendices, ACM 

Reference Manuals, and compliance documents would be modified by the proposed 

change. See Section 7 of this report for detailed proposed revisions to code language. 
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2.1.3.1 Summary of Changes to the Standards 

This proposal would modify the following sections of Title 24, part 6 as shown below. 

See Section 7.2 of this report for marked-up code language. 

SECTION 120.6 ï Mandatory Requirements for Covered Processes 

Section 120.6(a)4 ï The purpose of the change to this subsection is to clarify that 

transcritical CO2 refrigeration systems are exempt from the previously developed 

condenser sizing, specific efficiency, and controls requirements. New requirements for 

CO2 systems were developed as a part of the proposed code language. 

 

New Section 120.6(a)5 ï Gas Coolers for Transcritical CO2 Systems in 

Refrigerated Warehouses 

120.6(a)5A ï The purpose of this addition is to specify for which climate zones air-

cooled gas coolers shall be prohibited. This is necessary to make clear the 

requirements of this section.  

120.6(a)5B ï The purpose of this addition is to communicate a design requirement for 

air-cooled gas coolers in new transcritical CO2 refrigeration systems. This is necessary 

to make clear the requirements of this section. 

120.6(a)5C ï The purpose of this addition is to communicate a design requirement for 

adiabatic gas coolers in new transcritical CO2 refrigeration systems. This is necessary to 

make clear the requirements of this section. 

120.6(a)5D ï The purpose of this addition is to communicate a design requirement for 

fan controls in new transcritical CO2 refrigeration systems. This is necessary to make 

clear the requirements of this section. 

120.6(a)5E ï The purpose of this addition is to communicate the gas cooler pressure 

controls requirement when the system is operating below the critical point. This is 

necessary to make clear the requirements of this section. 

120.6(a)5F ï The purpose of this addition is to communicate the gas cooler pressure 

controls requirement when the system is operating above the critical point. This is 

necessary to make clear the requirements of this section. 

120.6(a)5G ï The purpose of this addition is to communicate a control setpoint 

requirement for the minimum condensing temperature setpoint for various gas cooler 

designs. This is necessary to make clear the requirements of this section. 

120.6(a)5G ï The purpose of this exception is to increase the minimum condensing 

temperature requirement for suction groups that will be operating at higher suction 

pressure setpoints and cannot operate at the required minimum saturated condensing 
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temperature setpoint (e.g. parallel compressors). This is necessary to make clear the 

requirements of this section. 

120.6(a)5H ï The purpose of this addition is to present Table 120.6F This is necessary 

to make clear the requirements of this section. 

Table 120.6-F ï The purpose of this table is to list the gas cooler (condenser) efficiency 

requirements for air-cooled and adiabatic units in 120.6(a). This is necessary to make 

clear the requirements of this section. 

Section 120.6(a)6 ï Compressors 

120.6(a)6A ï The purpose of this addition is to describe the minimum saturated 

condensing setpoint requirement for CO2 compressors. This is necessary to make clear 

the requirements of this section. 

120.6(a)6B ï The purpose of this addition is to distinguish between the minimum 

saturated condensing setpoint requirement of CO2 compressors versus non-CO2 

compressors. This is necessary to make clear the requirements of this section. 

New Section 120.6(b)2 ï Transcritical CO2 Gas Coolers in Commercial 
Refrigeration  

120.6(b)2A through 120.6(b)2G and Table 120.6-H ï The purpose and necessity of 

each of these additions for commercial refrigeration are the same, respectively, as 

those for Section 120.6(a)5 above for refrigerated warehouses. 

New Section 120.6(b)3 ï Compressor Systems 

Section 120.6(b)3B ï The purpose of the change to this subsection is to clarify that 

liquid subcooling requirements do not apply to CO2 systems, as liquid subcooling was 

not a proposed measure for this CASE Report. 

Section 120.6(b)3C ï The purpose of the change to this subsection was to add the 

requirement that compressors must be able to operate at the mandatory minimum 

saturated condensing temperature setpoint. This maintains consistency with the 

proposed changes outlined in 120.6(b)2. 

Section 120.6(b)5 ï Refrigeration Heat Recovery 

Section 120.6(b)5A ï The purpose of this change is to specify an exemption for heat 

recovery for stores below a design total heat of rejection value. This change is 

necessary because heat recovery was found to not be cost effective in stores below this 

threshold.  

2.1.3.2 Summary of Changes to the Reference Appendices 

The proposed code change would add a new acceptance test procedure for optimized 

head pressure control in the Nonresidential Appendix NA7. Language for the NA7 
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Reference Appendix is still under development for acceptance test for supercritical 

optimized head pressure control (without modulating fan speed requirement), so 

marked-up language is not provided in this Final CASE Report. 

2.1.3.3 Summary of Changes to the Nonresidential ACM Reference Manual  

The proposed code change would not modify the ACM Reference Manual  

2.1.3.4 Summary of Changes to the Nonresidential Compliance Manual  

The proposed code change would modify the following section of the Nonresidential 

Compliance Manual:  

¶ Chapter 10 of the Nonresidential Compliance Manual ï New Section on 

Transcritical CO2 compliance  

See Section 7.5 of this report for the detailed proposed revisions to the text of the 

Compliance Manuals. 

2.1.3.5 Summary of Changes to Compliance Documents  

The proposed code change would modify the compliance documents listed below. 

Examples of the revised documents are presented in Section 7.6. 

¶ NRCC-PRC-E ï Add new tables to allow for people to fill in gas cooler size, head 

pressure control, etc. 

2.1.4 Regulatory Context 

2.1.4.1 Existing Requirements in the California Energy Code 

The existing code language explicitly exempts transcritical CO2 systems from the 

condenser requirements outlined in Section 120.6(a)4 and Section 120.6(b)1, including 

gas cooler sizing, gas cooler efficiency, head pressure control, and minimum 

condensing pressure. Gas coolers are currently required to have variable speed fan 

control and operate their fans in unison per Section 120.6(a)4D and Section 120.6(b)1A. 

2.1.4.2 Relationship to Requirements in Other Parts of the California Building 
Code  

There are no relevant requirements in other parts of the California Building Code. 

2.1.4.3 Relationship to Local, State, or Federal Laws 

There are no relevant local, state, or federal laws. 

2.1.4.4 Relationship to Industry Standards  

Relevant industry standards include American Society of Heating, Refrigerating and Air-

Conditioning Engineers Standard 15 - Safety Standard for Refrigeration Systems and 
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Designation and Safety Classification of Refrigerants (ASHRAE 15) and the 

International Institute of International Institute of Ammonia Refrigeration (IIAR) CO2 

Handbook. 

2.1.5 Compliance and Enforcement 

When developing this proposal, the Statewide CASE Team considered methods to 

streamline the compliance and enforcement process and how negative impacts on 

market actors who are involved in the process could be mitigated or reduced. This 

section describes how to comply with the proposed code change. It also describes the 

compliance verification process. Appendix F presents how the proposed changes could 

impact various market actors.  

The activities that need to occur during each phase of the project are described below:  

¶ Design Phase: Design engineers, contractors, and owners collaborate to 

develop refrigeration system design loads and select the best system 

configuration and pieces of equipment to supply adequate cooling. All parties 

involved should be aware of the proposed code changes as it relates to selecting 

their gas cooler for ultimate heat rejection, understand how the gas cooler will be 

controlled, and determine if there are other design options that will allow them to 

limit their supercritical mode operation or improve its efficiency (i.e., adiabatic 

condensers, parallel compression, gas ejectors). Design engineers will need to 

specify the rated temperature difference between the gas cooler outlet 

temperature and design ambient temperature at a specified design pressure in 

their equipment schedules, and will also need to show the gas cooler specific 

efficiency at the rating conditions in the proposed code language. 

¶ Permit Application Phase: Typically, a contractor will develop a set of stamped 

engineering plan drawings on the ownerôs behalf, that will include refrigeration 

system design and equipment. The drawings can also be developed by an 

independent engineering firm and are used as the basis for contractors to supply 

bids for the project. This set of plan drawings should incorporate information on 

how the selected gas cooler and overall transcritical CO2 system complies with 

Title 24, Part 6. If the selected equipment does not comply with Title 24, Part 6, 

the authority having jurisdiction should provide plan check comments to correct 

this before providing any building permits. 

¶ Construction Phase: Contractors install the refrigeration system as described in 

the approved plan drawings, with oversight from the owner and authority having 

jurisdiction. The installed equipment should match what was approved and 

specified. This is documented by the installing contractor on the installation 

certificate where they are certifying that the equipment specified on the 

compliance documentation is installed. 
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¶ Inspection Phase: After construction, the owner or contractor have the 

responsibility to have the building and its various mechanical systems inspected 

by the authority having jurisdiction. This inspection phase should include an 

examination of the refrigeration system to verify the compliant equipment 

described in the plan drawings matches what was physically installed. 

Acceptance testing should be completed by installing contractor to verify 

operational requirements such as head pressure control and gas cooler fan 

control.  

The compliance process described above is very similar to the process that currently 

exists for measures related to refrigerated warehouses and commercial refrigeration. 

Revised compliance document requirements are anticipated for designers, owners, and 

contractors to provide evidence on their design drawings that the proposed equipment 

complies with Title 24, Part 6. These compliance document revisions are expected to be 

analogous to the condenser sizing and efficiency documents that currently exist in the 

NRCC-PRC-E form for current commercial and refrigerated warehouse requirements. 

Additional acceptance testing related to head pressure control is also expected to be 

required to ensure compliance, although there are still barriers to acceptance testing for 

refrigeration that may limit the viability of implementing such tests at this time. Primarily, 

control strategies for head pressure control during supercritical operation are typically 

proprietary and a uniform test would need to be flexible enough to consider small 

differences in strategy. One possible solution to this is to require the field technician to 

test the specific sequence of operations provided by the individual manufacturer to 

ensure proper control. The primary requirement of pressure setpoint reset based on 

ambient conditions would be common to all sequence of operations. 

2.2 Market Analysis 

2.2.1 Market Structure 

The Statewide CASE Team performed a market analysis with the goals of identifying 

current technology availability, current product availability, and market trends. It then 

considered how the proposed standard may impact the market in general as well as 

individual market actors. Information was gathered about the incremental cost of 

complying with the proposed measure. Estimates of market size and measure 

applicability were identified through research and outreach with stakeholders including 

utility program staff, Energy Commission staff, and a wide range of industry actors. In 

addition to conducting personalized outreach, the Statewide CASE Team discussed the 

current market structure and potential market barriers during two public stakeholder 

meetings that the Statewide CASE Team held on November 7, 2019 and April 2, 2020.  
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The market structure for CO2 refrigeration systems is like the overall market structure for 

other refrigeration systems and consist of the following key market actors: original 

equipment manufacturers (OEMs), rack manufacturers, distributors/sales 

representatives, design engineers, installation contractors, and end users. The major 

components required to build a transcritical CO2 refrigeration system, such as the 

compressors, gas coolers, vessels, and valves are supplied by five to eight major 

OEMs. These OEMs are well established and provide refrigeration equipment for 

multiple types of refrigeration systems and are not necessarily restricted to just CO2 

equipment. These major components are sold to rack manufactures who design, 

specify, and construct complete refrigeration rack systems like other supermarket 

parallel rack refrigeration systems. There are approximately four to five major rack 

manufacturers located in the U.S. and Canada that supply systems throughout the U.S. 

Some rack manufacturers are represented by distributors or sales representatives 

located locally in California who connect customers or contractors with the equipment 

suppliers and sell the equipment at a marked-up price. Design engineering firms or 

design/build contractors may also specify the rack equipment required to meet design 

load of a new construction facility and supply the specifications to the rack 

manufacturers in order to get pricing. Once equipment is specified, refrigeration 

contractors will typically purchase, resell, and install the equipment as part of a new 

construction project on behalf of the building owner.  

The number of CO2 transcritical systems installed in the U.S. is low compared to the 

total number of installed refrigeration systems. According to a market study published in 

2017, 290 transcritical systems have been installed in the U.S. (Ona 2017). However, 

an increasing number of CO2 transcritical systems are being installed due to market and 

regulatory pressures (Ona 2017). Because equipment is supplied by well established 

companies that have decades of experience in the refrigeration industry, there are no 

major market barriers in the supply of CO2 systems. 

2.2.2 Technical Feasibility, Market Availability, and Current Practices 

In order to understand the technical and market feasibility of implementing the proposed 

code language, as well as get an understanding of current practices for transcritical CO2 

system designers, a questionnaire was developed and sent to multiple manufacturers 

that posed basic questions on design and control of existing transcritical CO2 systems. 

The key takeaways from the questionnaire are listed below: 

¶ There are two main strategies for head pressure control during supercritical mode 

operation, one where gas cooler fans run at a fixed speed of 100 percent, and one 

where gas cooler fans modulate their speed to maintain a fixed approach temperature 

between the gas cooler outlet temperature and the ambient air 

¶ Gas cooler sizing practices vary from 2ᴌ approach temperature between the gas 
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cooler outlet temperature and ambient temperature to 10ᴌ 

¶ Though currently exempted, almost all CO2 systems are utilizing dry bulb following or 

wet bulb following head pressure control when operating subcritical as outlined in the 

existing Title 24, Part 6 code for other systems. 

¶ Almost all CO2 systems are being installed in compliance with proposed code by 

utilizing gas cooler fan variable speed control. 

¶ There are few installations that utilize parallel compression (less than 15 percent) 

¶ There are few installations that utilize gas ejectors (less than 5 percent) 

¶ Adiabatic condensers are somewhat prevalent throughout the current installation base 

Based on this feedback, the proposed code language for gas cooler sizing is not 

expected to have any market barriers as there is already a strong market supply of gas 

coolers of various sizes. One technical barrier to the gas cooler sizing measure is 

consensus on how to define gas cooler size. Most designers utilize the approach 

temperature, where the size is based on a certain temperature difference between the 

ambient air and the gas cooler outlet temperature. However, because pressure is a 

semi-independent variable during transcritical system operation and affects gas cooler 

performance, the rating to establish gas cooler size should also specify the pressure 

(Fang 1999). The Statewide CASE Team is currently proposing that the rating pressure 

be defined at 1400 psig for air cooled gas coolers and 1100 psig for adiabatic gas 

coolers. The proposed rated temperature conditions for determining specific efficiency 

are 90 dry bulb temperature and 100 leaving gas temperature. These values were 

selected in part due to the availability of data related to adiabatic gas coolers, where 

performance data was not available for ambient conditions above 90 dry bulb 

temperature in dry mode operation as adiabatic gas coolers are normally utilizing their 

precooling pads at these conditions. The rated temperatures were selected to maintain 

consistency between air cooled and adiabatic gas cooler rating conditions. 

The proposed code language for the transcritical head pressure control is not expected 

to have any market barriers as almost all manufacturers in the market have indicated 

the use of controls that utilize some type of optimized head pressure control. However, 

one technical barrier to code implementation is how to characterize optimized head 

pressure control in the code language. System and controls manufacturers utilize their 

own proprietary software to control the fans and valves that determine system head 

pressure. Specifying the exact relationship to be used to determine the optimal head 

pressure may be dependent on multiple variables beyond ambient air temperature, 

including the operating saturated suction temperature, system configuration, gas cooler 

technology type, and current load. It may be possible that future building codes or future 

appliance standards may specify a performance target for transcritical gas 

cooler/condensers. However, now, it is sufficient that the speed of fans is controlled in 
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unison and that the controls manufacturer has a considered the trade-off between fan 

energy and compressor energy in developing a pressure and fan control that is 

responsive to environmental and system conditions. The Statewide CASE Team is 

currently proposing code language that would encompass multiple optimization 

algorithms while mandating that pressure varies in response to system conditions in 

order to maximize system efficiency. There are no market or technical barriers 

associated with wet bulb or dry bulb following head pressure control during subcritical 

mode operation as this is in line with current practices. 

There are no market barriers associated with adiabatic gas coolers/condensers as there 

are multiple manufacturers supplying products of various sizes. Technical barriers for 

including adiabatic condensers in the proposed code language include sizing definitions 

as discussed more generally for air cooled gas coolers above. 

There exist both market and technical barriers for mandating gas ejectors, with only one 

major manufacturer providing the technology and very few installations. The Statewide 

CASE Team is currently proposing that gas ejectors not be included in the proposed 

code language but may be important for future study.  

In general, CO2 systems need special skillset as they operate at high pressures 

(approximately 1,100 psi and above), compared to the ammonia or halocarbon systems. 

Thus, the number of contractors with the CO2 system experience is expected to be 

limited. The understanding on various equipment and their controls is also limited, as 

the market is still developing. The proposed measure would help owners in 

understanding the baseline CO2 design and efficiency, so the barrier for CO2 systems to 

market adoption is expected to decrease. The proposed CO2 measures would give 

persistent savings as long as the controls were properly implemented and maintained. 

2.2.3 Market Impacts and Economic Assessments 

2.2.3.1 Impact on Builders 

Builders of residential and commercial structures are directly impacted by many of the 

measures proposed by the Statewide CASE Team for the 2022 code cycle. It is within 

the normal practices of these businesses to adjust their building practices to changes in 

building codes. When necessary, builders engage in continuing education and training 

in order to remain compliant with changes to design practices and building codes.  
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Californiaôs construction industry is comprised of about 80,000 business establishments 

and 860,000 employees (see Table 7). 1 In 2018, total payroll was $80 billion. Nearly 

17,000 establishments and 344,000 employees focus on the commercial sector. The 

remainder of establishments and employees work in industrial, utilities, infrastructure, 

and other heavy construction (industrial sector). 

Table 7: California Construction Industry, Establishments, Employment, and 
Payroll 

Construction Sectors Establishments Employment Annual Payroll  
(billions $) 

Residential 59,287 420,216 $23.3 

 Residential Building Construction 
Contractors 

22,676 115,777 $7.4 

 Foundation, Structure, & Building 
Exterior 

6,623 75,220 $3.6 

 Building Equipment Contractors 14,444 105,441 $6.0 

 Building Finishing Contractors 15,544 123,778 $6.2 

Commercial 17,273 343,513 $27.8 

 Commercial Building Construction 4,508 75,558 $6.9 

 Foundation, Structure, & Building 
Exterior 

2,153 53,531 $3.7 

 Building Equipment Contractors 6,015 128,812 $10.9 

 Building Finishing Contractors 4,597 85,612 $6.2 

Industrial, Utilities, Infrastructure, 
& Other  

4,103 96,550 $9.2 

 Industrial Building Construction 299 5,864 $0.5 

 Utility System Construction 1,643 47,619 $4.3 

 Land Subdivision 952 7,584 $0.9 

 Highway, Street, and Bridge 
Construction 

770 25,477 $2.4 

 Other Heavy Construction 439 10,006 $1.0 

Source: (State of California, Employment Development Department n.d.) 

The proposed change related to Submeasure A would likely affect commercial and 

industrial builders but would not impact firms that focus on construction and retrofit of 

utility systems, public infrastructure, or other heavy construction. The effects on the 

commercial building and industrial building industry would not be felt by all firms and 

 

1 Average total monthly employment in California in 2018 was 18.6 million; the construction industry 

represented 4.5 percent of 2018 employment. 
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workers, but rather would be concentrated in specific industry subsectors. Table 8 

shows the commercial building subsectors the Statewide CASE Team expects to be 

impacted by the changes proposed in this report. The Statewide CASE Teamôs 

estimates of the magnitude of these impacts are shown in Section 2.2.4. 

Table 8: Specific Subsectors of the California Commercial Building Industry 
Impacted by Proposed Change to Code/Standard 

Construction Subsector Establishments Employment Annual Payroll  
(billions $) 

Nonresidential plumbing and HVAC 
contractors 

2,394 52,977 $4.47 

Source: (State of California, Employment Development Department n.d.) 

2.2.3.2 Impact on Building Designers and Energy Consultants 

Adjusting design practices to comply with changing building codes practices is within 

the normal practices of building designers. Building codes (including Title 24, Part 6) are 

typically updated on a three-year revision cycle and building designers and energy 

consultants engage in continuing education and training in order to remain compliant 

with changes to design practices and building codes. 

Businesses that focus on residential, commercial, institutional, and industrial building 

design are contained within the Architectural Services sector (North American Industry 

Classification System 541310). Table 9 shows the number of establishments, 

employment, and total annual payroll for Building Architectural Services. The proposed 

code changes would potentially impact all firms within the Architectural Services sector. 

The Statewide CASE Team anticipates the impacts for Submeasure A to affect firms 

that focus on supermarket and refrigerated warehouse construction.  

There is not a North American Industry Classification System (NAICS)2 code specific for 

energy consultants. Instead, businesses that focus on consulting related to building 

energy efficiency are contained in the Building Inspection Services sector (NAICS 

541350), which is comprised of firms primarily engaged in the physical inspection of 

 

2 NAICS is the standard used by Federal statistical agencies in classifying business establishments for 

the purpose of collecting, analyzing, and publishing statistical data related to the U.S. business economy. 

NAICS was development jointly by the U.S. Economic Classification Policy Committee (ECPC), Statistics 

Canada, and Mexico's Instituto Nacional de Estadistica y Geografia, to allow for a high level of 

comparability in business statistics among the North American countries. NAICS replaced the Standard 

Industrial Classification (SIC) system in 1997. 
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residential and nonresidential buildings.3 It is not possible to determine which business 

establishments within the Building Inspection Services sector are focused on energy 

efficiency consulting. The information shown in Table 9 provides an upper bound 

indication of the size of this sector in California.    

Table 9: California Building Designer and Energy Consultant Sectors 

Sector Establishments Employment Annual Payroll  
(billions $) 

Architectural Services a 3,704 29,611 $2.9 

Building Inspection Services b 824 3,145 $0.2 

Source: (State of California, Employment Development Department n.d.) 

a. Architectural Services (NAICS 541310) comprises private-sector establishments primarily engaged 
in planning and designing residential, institutional, leisure, commercial, and industrial buildings and 
structures;  

b. Building Inspection Services (NAICS 541350) comprises private-sector establishments primarily 
engaged in providing building (residential & nonresidential) inspection services encompassing all 
aspects of the building structure and component systems, including energy efficiency inspection 
services. 

The proposed code language would provide new information to building designers and 

energy consultants when designing and proposing transcritical CO2 refrigeration 

systems. These professionals should fully understand how this impacts their 

recommendations for selected equipment and control strategies. Impacts are not 

expected to be beyond typical continuous learning required by building designers and 

energy consultant professionals. 

2.2.3.3 Impact on Occupational Safety and Health 

The proposed code language is not expected to have a significant impact on 

occupational safety and health. 

2.2.3.4 Impact on Building Owners and Occupants 

The commercial building sector includes a wide array of building types, including offices, 

restaurants and lodging, retail, and mixed-use establishments, and warehouses 

(including refrigerated) (Kenney 2019). Energy use by occupants of commercial 

 

3 Establishments in this sector include businesses primarily engaged in evaluating a buildingôs structure 

and component systems and includes energy efficiency inspection services and home inspection 

services. This sector does not include establishments primarily engaged in providing inspections for 

pests, hazardous wastes or other environmental contaminates, nor does it include state and local 

government entities that focus on building or energy code compliance/enforcement of building codes and 

regulations.  



 

2022 Title 24, Part 6 Final CASE Report ï 2022-NR-COV-PROC2-F | 43 

buildings also varies considerably with electricity used primarily for lighting, space 

cooling and conditioning, and refrigeration. Natural gas consumed primarily for heating 

water and for space heating. According to information published in the 2019 California 

Energy Efficiency Action Plan, there is more than 7.5 billion square feet of commercial 

floor space in California and consumes 19 percent of Californiaôs total annual energy 

use (Kenney 2019). The diversity of building and business types within this sector 

creates a challenge for disseminating information on energy and water efficiency 

solutions, as does the variability in sophistication of building owners and the 

relationships between building owners and occupants.  

Building owners and occupants would benefit from lower energy bills. As discussed in 

Section 2.2.4.1, when building occupants save on energy bills, they tend to spend it 

elsewhere in the economy thereby creating jobs and economic growth for the California 

economy. The Statewide CASE Team does not expect the proposed code change for 

the 2022 code cycle to impact building owners or occupants adversely.  

2.2.3.5 Impact on Building Component Retailers (Including Manufacturers and 
Distributors) 

The proposed code language would require building component retailers to ensure that 

the equipment they are specifying and providing to building owners is compliant with the 

proposed mandatory measures. 

2.2.3.6 Impact on Building Inspectors  

Table 10 shows employment and payroll information for state and local government 

agencies in which many inspectors of residential and commercial buildings are 

employed. Building inspectors participate in continuing training to stay current on all 

aspects of building regulations, including energy efficiency. The Statewide CASE Team, 

therefore, anticipates the proposed change would have no impact on employment of 

building inspectors or the scope of their role conducting energy efficiency inspections 

other than learning how to plan check this new requirement on submitted plans.   
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Table 10: Employment in California State and Government Agencies with Building 
Inspectors 

Sector Govt. Establishments Employment Annual 
Payroll  

(millions $) 

Administration of Housing 
Programsa 

State 
17 283 $29.0 

Administration of Housing 
Programsa 

Local 
36 2,882 $205.7 

Urban and Rural 
Development Adminb 

State 
35 552 $48.2 

Urban and Rural 
Development Adminb 

Local 
52 2,446 $186.6 

Source: (State of California, Employment Development Department n.d.) 

a. Administration of Housing Programs (NAICS 925110) comprises government establishments 
primarily engaged in the administration and planning of housing programs, including building codes 
and standards, housing authorities, and housing programs, planning, and development. 

b. Urban and Rural Development Administration (NAICS 925120) comprises government 
establishments primarily engaged in the administration and planning of the development of urban 
and rural areas. Included in this industry are government zoning boards and commissions. 

2.2.3.7 Impact on Statewide Employment 

As described in Sections 2.2.3.1 through 2.2.3.6, the Statewide CASE Team does not 

anticipate significant employment or financial impacts to any particular sector of the 

California economy. This is not to say that the proposed change would not have modest 

impacts on employment in California. In Section 2.2.4, the Statewide CASE Team 

estimated the proposed change in Submeasure A would affect statewide employment 

and economic output directly and indirectly through its impact on builders, designers 

and energy consultants, and building inspectors. 

2.2.4 Economic Impacts 

For the 2022 code cycle, the Statewide CASE Team used the IMPLAN model software, 

along with economic information from published sources, and professional judgement to 

develop estimates of the economic impacts associated with each of the proposed code 

changes.4 While this is the first code cycle in which the Statewide CASE Team develops 

estimates of economic impacts using IMPLAN, it is important to note that the economic 

 

4 IMPLAN (Impact Analysis for Planning) software is an input-output model used to estimate the economic 

effects of proposed policies and projects. IMPLAN is the most commonly used economic impact model 

due to its ease of use and extensive detailed information on output, employment, and wage information. 
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impacts developed for this report are only estimates and are based on limited and to 

some extent speculative information. In addition, the IMPLAN model provides a 

relatively simple representation of the California economy and, though the Statewide 

CASE Team is confident that direction and approximate magnitude of the estimated 

economic impacts are reasonable, it is important to understand that the IMPLAN model 

is a simplification of extremely complex actions and interactions of individual, 

businesses, and other organizations as they respond to changes in energy efficiency 

codes. In all aspect of this economic analysis, the CASE Authors rely on conservative 

assumptions regarding the likely economic benefits associated with the proposed code 

change. By following this approach, the Statewide CASE Team believes the economic 

impacts presented below represent lower bound estimates of the actual impacts 

associated with this proposed code change. 

Adoption of this code change proposal would result in relatively modest economic 

impacts through the additional direct spending by those in the commercial/industrial 

building industry, architects, energy consultants, and building inspectors. The Statewide 

CASE Team does not anticipate that money saved by commercial building owners or 

other organizations affected by the proposed 2022 code cycle regulations would result 

in additional spending by those businesses. 

Table 11: Estimated Impact that Adoption of the Proposed Measure would have 
on the California Commercial Construction Sector 

Type of Economic Impact Employment 
(jobs) 

Labor 
Income 

(millions 
$) 

Total 
Value 
Added 

(millions) 

Output 

(millions 
$) 

Direct Effects (Additional spending 
by Commercial Builders) 

3 $0.19 $0.25 $0.41  

Indirect Effect (Additional spending 
by firms supporting Commercial 
Builders) 

1 $0.05 $0.07 $0.14 

Induced Effect (Spending by 
employees of firms experiencing 
ñdirectò or ñindirectò effects) 

1 $0.07 $0.13 $0.20  

Total Economic Impacts 5 $0.30 $0.45 $0.76 

Source: Analysis by Evergreen Economics of data from the IMPLAN V3.1 modeling software.  

2.2.4.1 Creation or Elimination of Jobs 

The Statewide CASE Team does not anticipate that the measures proposed for the 

2022 code cycle regulation would lead to the creation of new types of jobs or the 

elimination of existing types of jobs. In other words, the Statewide CASE Teamôs 
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proposed change would not result in economic disruption to any sector of the California 

economy. Rather, the estimates of economic impacts discussed in this section would 

lead to modest changes in employment of existing jobs. 

2.2.4.2 Creation or Elimination of Businesses in California 

As stated in Section 2.2.4.1, the Statewide CASE Teamôs proposed change would not 

result in economic disruption to any sector of the California economy. The proposed 

change represents a modest change to transcritical CO2 refrigeration system design and 

control which would not excessively burden or competitively disadvantage California 

businesses ï nor would it necessarily lead to a competitive advantage for California 

businesses. Therefore, the Statewide CASE Team does not foresee any new 

businesses being created, nor does the Statewide CASE Team think any existing 

businesses would be eliminated due to the proposed code changes.  

2.2.4.3 Competitive Advantages or Disadvantages for Businesses in California 

The proposed code changes would apply to all businesses incorporated in California, 

regardless of whether the business is incorporated inside or outside of the state.5 

Therefore, the Statewide CASE Team does not anticipate that these measures 

proposed for the 2022 code cycle regulation would have an adverse effect on the 

competitiveness of California businesses. Likewise, the Statewide CASE Team does 

not anticipate businesses located outside of California would be advantaged or 

disadvantaged. 

2.2.4.4 Increase or Decrease of Investments in the State of California 

The Statewide CASE Team analyzed national data on corporate profits and capital 

investment by businesses that expand a firmôs capital stock (referred to as net private 

domestic investment, or NPDI).6 As Table 12 shows, between 2015 and 2019, NPDI as 

a percentage of corporate profits ranged from 26 to 35 percent, with an average of 31 

percent. While only an approximation of the proportion of business income used for net 

capital investment, the Statewide CASE Team believes it provides a reasonable 

estimate of the proportion of proprietor income that would be reinvested by business 

owners into expanding their capital stock. 

 

5 Gov. Code, Ä 11346.3(c)(1)(C), 11346.3(a)(2); 1 CCR Ä 2003(a)(3) Competitive advantages or 

disadvantages for California businesses currently doing business in the state. 

6 Net private domestic investment is the total amount of investment in capital by the business sector that 

is used to expand the capital stock, rather than maintain or replace due to depreciation. Corporate profit is 

the money left after a corporation pays its expenses.  
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Table 12: Net Domestic Private Investment and Corporate Profits, U.S. 

Year Net Domestic Private 
Investment by Businesses, 

Billions of Dollars 

Corporate Profits 
After Taxes, 

Billions of Dollars 

Ratio of Net Private 
Investment to 

Corporate Profits 

2015 $609.3 1,740.4 35% 

2016 $456.0 1,739.8 26% 

2017 $509.3 1,813.6 28% 

2018 $618.3 1,843.7 34% 

2019 $580.9 1,827.0 32% 

  5-Year Average 31% 

Source: (Federal Reserve Economic Data n.d.) 

The Statewide CASE Team does not anticipate that the economic impacts associated 

with the proposed measure would lead to significant change (increase or decrease) in 

investment in any directly or indirectly affected sectors of Californiaôs economy. 

Nevertheless, the Statewide CASE Team can derive a reasonable estimate of the 

change in investment by California businesses by multiplying the sum of Business 

Income estimated in Table 12 above by 31 percent. 

2.2.4.5 Effects on the State General Fund, State Special Funds, and Local 
Governments 

The proposed code language is not expected to have a significant impact on the state 

general fund, state special funds, or local governments. 

2.2.4.6 Impacts on Specific Persons 

The proposed code language is not expected to have a significant impact on specific 

persons. 

2.3 Energy Savings  

2.3.1 Key Assumptions for Energy Savings Analysis 

The energy and cost analysis presented in this report used the final TDV factors that the 

Energy Commission released in June 2020 which use 20-year global warming potential 

(GWP) values instead of 100-year GWP values used in previous TDV factors. The 20-

year GWP values increased the TDV factors slightly. The electricity TDV factors include 

the 15 percent retail adder. The natural gas TDV factors include the impact of methane 

leakage on the building site.  

The energy savings analysis was performed using two prototypical buildings. The first 

prototype is the Large Refrigerated Warehouse (LRWH) prototype. This prototype was 
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previously developed and utilized for refrigeration CASE Reports in the 2008, 2013, and 

2019 Title 24, Part 6 code cycles. The prototype was updated to represent typical 

refrigerated warehouses conforming to 2019 Title 24, Part 6 Standards, which includes 

envelope and lighting. Refrigeration system equipment and controls for the prototype 

were developed as part of the market analysis and stakeholder outreach to reflect 

industry common practice for transcritical CO2 refrigeration systems. Design loads and 

operating schedules were assumed to represent industry-standard practice and typical 

warehouse operation. This prototype was used to develop the energy savings for the 

proposed code language related to Section 120.6(a) Refrigerated Warehouses. 

The assumptions for the CO2 transcritical system for the Large Refrigerated Warehouse 

prototype are detailed in Table 143 in Appendix H. 

Cooling loads in each refrigerated space were calculated in each climate zone for the 

prototypical refrigerated warehouses. Then refrigeration equipment (evaporators, 

compressors and condensers) was sized according to the calculated loads. Loads 

included envelope transmission loads, exterior and inter-zonal air infiltration, forklift and 

pallet-lift traffic, employee traffic, evaporator fan motor heat, evaporator defrost heat, 

lighting heat gain, and product respiration and pull-down load. A 1.15 safety factor was 

used in the equipment selection process. Load calculation assumptions are available 

upon request. 

The second prototype used was the Large Supermarket Prototype (LSM). This 

prototype was previously developed and utilized for refrigeration CASE Reports in the 

2013 and 2019 Title 24, Part 6 code cycles. The prototype represents a typical large 

supermarket building and the associated refrigerated display cases, walk-ins, and other 

loads. Refrigeration system equipment and controls for the prototype were developed 

as part of the market analysis and stakeholder outreach to reflect industry common 

practice for transcritical CO2 refrigeration systems. This prototype is used to develop the 

energy savings for the proposed code language related to Section 120.6(b) Commercial 

Refrigeration. 

The assumptions for the CO2 transcritical system for the Large Supermarket prototype 

are described in detail in Table 144 in Appendix H. 

2.3.2 Energy Savings Methodology 

2.3.2.1 Energy Savings Methodology per Prototypical Building 

The Energy Commission directed the Statewide CASE Team to model the energy 

impacts using specific prototypical building models that represent typical building 

geometries for different types of buildings. 

The prototype models used in this analysis were developed to represent typical 

refrigerated warehouses conforming to 2019 Title 24, Part 6 Standards, which includes 
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envelope and lighting requirements. System types, design loads, and operating 

schedules were assumed to represent industry-standard practice for transcritical CO2 

systems and typical warehouse operation. In addition, a supermarket prototype model 

was developed conforming to 2019 Title 24, Part 6 Standards. The prototypes used are 

summarized in Table 13. 

Table 13: Prototype Buildings Used for Energy, Demand, Cost, and Environmental 
Impacts Analysis 

Prototype Name Number 
of Stories 

Floor Area 

(square feet) 

Large Refrigerated Warehouse 1 92,000 

Large Supermarket 1 60,000 

The building layout for both large warehouse and large supermarket prototypes are 

shown in the figures below.
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Figure 2. Large refrigerated warehouse prototype layout. 
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Figure 3. Large supermarket prototype layout.

Office

Floral
Cooler

Break
Room

Produce
Cooler

Meat
Cooler

Meat Prep

Meat Holding

Grocery
Freezer

Pharmacy

Dairy Cooler

Bakery
Freezer

Bakery
Retarder

Bakery

Warehouse

Deli
Cooler

Wine
Cooler

Deli
Freezer

Deli

Sales

Offices
Customer Service



 

2022 Title 24, Part 6 Final CASE Report ï 2022-NR-COV-PROC2-F | 52 

The Statewide CASE Team estimated energy and demand impacts by simulating the 

proposed code change using DOE2.2R energy simulation software. The DOE2 version 

used (2.2R) is a sophisticated component-based energy simulation program that can 

accurately model the interaction between the building envelope, building loads, and 

refrigeration systems. The DOE-2.2R version is specifically designed to include 

refrigeration systems, and uses refrigerant properties, mass flow and component 

models to accurately describe refrigeration system operation and controls system 

effects. 

Key updates to DOE2.2R were made in order to allow for the simulation of transcritical 

CO2 systems. These key updates include the following: 

¶ Addition of a supercritical CO2 thermophysical properties library (sourced from 

the National Institute of Standards and Technology REFPROP software) 

¶ Ability for users to provide sperate compressor performance curves (power and 

mass flow at various suction and discharge pressure conditions) for supercritical 

operation 

¶ Ability for users to provide separate gas cooler performance curves (heat 

rejection capacity at various approach temperatures and head pressure 

conditions) for supercritical operation 

¶ Addition of an expansion/flash tank model that reflects the intermediate pressure 

vessel commonly used for transcritical CO2 systems 

Model Validation 

Model validation was performed to verify that system mass flows and corresponding 

power consumption of the various refrigeration components were consistent with 

manufacturer performance data. Table 14 compares the expected power/mass flow 

based on the manufacturer data to the simulated power/mass flow for the high stage 

suction group at different subcritical and supercritical operating conditions. Note that the 

comparison is between the expected operation of a compressor and the simulated 

operation of a suction group, which comprises multiple compressors, so the magnitude 

of simulated power and mass flow may be higher.  

Table 15 compares the expected power/mass flow based on the manufacturer data to 

the simulated power/mass flow for the booster suction group at different subcritical and 

supercritical operating conditions. 
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Table 14: CO2 Model Validation - High Stage Suction Group 

Mode Day 
and 
Hour 

Climate 
Zone 

SST 
ÁF 

Discharge 
Pressure 

psia 

Simulated 
Power kW 

Simulated 
Mass Flow 

lb./h 

Simulated 
kW/lb./h 

Expected 
Power kW 

Expected 
Mass 

Flow lb./h 

Expected 
kW/lb./h 

Supercritical 7/10 

15:00 

12 22 1,549 266.0 25,140 0.0105 50.7 4,788 0.0106 

Subcritical 7/1 

17:00 

12 22 949 (80F) 33.6 5,613 0.0060 33.8 5,497 0.0061 

Supercritical 8/17 

16:00 

2 22 1,270 259.5 30,503 0.0085 43.6 5,133 0.0085 

Subcritical 11/11 

11:00 

2 22 846 (70F) 74.0 14,394 0.0051 29.3 5,635 0.0052 

 

Table 15: CO2 Model Validation - Booster Suction Group 

Mode Day and 
Hour 

Climate 
Zone 

SST 
ÁF 

Discharge 
Pressure 

psia 

Simulated 
Power kW 

Simulated 
Mass Flow 

lb./h 

Simulated 
kW/lb./h 

Expected 
Power kW 

Expected 
Mass 

Flow lb./h 

Expected 
kW/lb./h 

Subcritical 2/10 

2:00 

5 -23 435 (22F) 20.2 3,325 0.0061 9.12 1,498 0.0061 

Subcritical 10/6 

24:00 

14 -23 435 (22F) 34.4 5,640 0.0061 9.12 1,498 0.0061 
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Table 16: CASE Report vs. ORNL Study COP Comparison 

City in ORNL 
Study 

COP in 
ORNL 
Study 

Climate Zone 
in CASE 
Report 

Booster kWh 
in CASE 
Report 

Booster 
MBtu Load in 
CASE Report 

High Stage 
kWh in CASE 
Report 

High Stage 
MBH Load in 
CASE Report 

COP in 
CASE 
Report 

%Difference 
in COP 

San Francisco 3.27 CZ3a 78,181 1,356 537,073 5,784 3.40 4% 

Los Angeles 2.90 CZ9 79,153 1,372 621,596 5,874 3.03 4% 

a. The COP for Climate Zone 4 is 3.25, which is 1 percent lower than the ORNL study. San Francisco is close to San Jose and Oakland, which represent 
Climate Zone 4 and 3, respectively. 
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An additional level of modeling validation was performed by comparing results of the 

Standard Design transcritical CO2 system with another energy study performed for 

supermarket transcritical CO2 systems. The name of the study is ñComparative Analysis 

of Various CO2 Configurations in Supermarket Refrigeration Systemsò, which was 

carried out by Oak Ridge National Laboratory (ORNL) and published in the International 

Journal of Refrigeration in 2014. The study included seven different refrigeration system 

configurations with CO2 as refrigerant, including the transcritical booster configuration. 

The study provided the yearly average system coefficient of performance (COP) in 

sixteen cities across the U.S, including Los Angeles and San Francisco. The COP was 

defined as the ratio of the booster and high stage loads, and the booster and high stage 

compressor power.  

The system configurations for the ORNL study and the Final CASE Report are almost 

identical barring the following exceptions: 

1. The ORNL study included the suction line heat exchanger that cools the gas 

coming out of the gas cooler using the booster discharge gas.  

2. The optimum discharge pressure formula in the ORNL study was slightly different 

than the Final CASE Report. 

3. The ambient following TD for the subcritical operation was 18ÁF in the ORNL 

study. The same TD was used in the Final CASE Report simulation for the 

comparison below.  

4. The minimum condensing temperature setpoint of 50ÁF was used. The Final 

CASE Report uses a minimum condensing temperature setpoint of 60ÁF 

regardless of climate zone.  

Table 16 gives a comparison of the COP in the ORNL study to the COP of the Final 

CASE Report Standard Case. 

The difference between the ORNL and the Final CASE Report COP values is 

reasonable as the ORNL study used slightly different parameters than the Final CASE 

Report, as described above.  

Proposed Versus Standard Design 

The Proposed Design was identical to the Standard Design in all ways except for the 

revisions that represent the proposed changes to the code. Table 17 presents precisely 

which parameters were modified and what values were used in the Standard Design 

and Proposed Design. Because the number supercritical mode operating hours is 

dependent on ambient temperatures, Submeasure A was analyzed using all climate 

zones in California. Comparing the energy impacts of the Standard Design to the 

Proposed Design reveals the impacts of the proposed code change relative to a building 

that is minimally compliant with the 2019 Title 24, Part 6 requirements as it relates to the 
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building envelope, lighting, and follows industry typical practices as it relates to 

transcritical CO2 design and operation. 

Table 17: Modifications Made to Standard Design in Each Prototype to Simulate 
Proposed Code Change 

Prototype 
ID 

Climate 
Zone 

Submeasure 
Name 

Parameter 
Name 

Standard 
Design 
Parameter 
Value 

Proposed 
Design 

Parameter Value 

LRWH 
and LSM 

All Air Cooled 
Gas Cooler 
Restriction 

Gas Cooler 
Type 

Air Cooled Adiabatic 

LRWH 
and LSM 

All Minimum 
Air-Cooled 
Gas Cooler 
Sizing and 
Specific 
Efficiency 

Gas Cooler 
Size (Rated 
approach 
temperature
) 

8F Multiple, 
parametric 
analysis (4F, 5F, 
6F and 7F) 

LRWH 
and LSM 

All Supercritical 
Optimized 
Head 
Pressure 
Control 

Supercritical 
Head 
Pressure 
Control 

Optimized head 
pressure 
control, fans 
operate at 
100% speed 

Optimized head 
pressure control, 
fans modulate to 
maintain fixed TD 

DOE2.2R calculates whole-building energy consumption for every hour of the year and 

sums the values to provide kilowatt-hours per year (kWh/yr) and therms per year 

(therms/yr). It then applies the 2022 time dependent valuation (TDV) factors to calculate 

annual energy use in kilo British thermal units per year (TDV kBtu/yr) and annual peak 

electricity demand reductions measured in kilowatts (kW).  

The energy impacts of the proposed code change were expected to vary by climate 

zone. The Statewide CASE Team simulated the energy impacts in every climate zone 

and applied the climate-zone specific TDV factors when calculating energy and energy 

cost impacts. 

Per-unit energy impacts for nonresidential buildings are presented in savings per square 

foot. Annual energy and peak demand impacts for each prototype building were 

translated into impacts per square foot by dividing by the floor area of the prototype 

building. This step allows for an easier comparison of savings across different building 

types and enables a calculation of statewide savings using the construction forecast 

that is published in terms of floor area by building type. 
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Heat Recovery 

The energy savings associated with heat recovery for supermarket CO2 systems was 

calculated outside of the DOE2.2R simulation model in a separate spreadsheet 

analysis, utilizing key information from the prototype model as reference. First, the 

balance point temperature was determined for each climate zone. The balance point 

temperature for a building is the outdoor dry bulb temperature at which the heat gains of 

the building are equal to the heat losses, that is, no mechanical heating is required. An 

example of the balance temperature assessment for Climate Zone 3 is given below; 

where the plot shows the sales area heating requirement taken from the DOE2.2R 

prototype model vs. the ambient dry bulb temperature (DBT) for 8,760 hours of the year. 

 

Figure 4. Balance point temperature for Climate Zone 3. 

The x-intercept, i.e., the point when the heating requirement is zero, was found to be 

approximately 80 to 85ÁF. However, because the opportunity for heat recovery is low at 

such small heating loads, the balance point temperature in the analysis when heat 

recovery would be utilized was assumed to be the average ambient dry bulb 

temperature when heating loads were at 200,000 Btuh. This corresponded to a balance 

point temperature of 70ÁF and was found to be similar in all climate zones. The lowering 

of the balance point decreases the assumed hours of operation of heat recovery, 
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thereby providing a lower and more conservative estimate of the natural gas savings 

while recognizing the potential impracticalities associated with operating at such low 

heating loads. 

Other key assumptions for the heat recovery savings analysis included the following: 

¶ Cost estimates for additional equipment were based on an indirect heat recovery 

system, with a 1HP glycol recirculation pump providing glycol to heat recovery 

CO2 brazed plate heat exchangers and out to the main heat recovery coil 

installed in the central air handling unit. 

¶ Refrigeration system is operating subcritically, due to the ambient balance point 

temperature being below the ambient temperature that would cause the CO2 

system to operate supercritically (~75ÁF). 

¶ The average saturation condensing temperature (SCT) is estimated to be 

between 60ÁF and 70ÁF. 

¶ The heat recovery heat exchanger was sized for the design 25 percent total heat 

of rejection requirement per existing Title 24, Part 6 code language. It was 

determined that CO2 can achieve this heat load via only de-superheating the 

refrigerant vapor (i.e., no holdback valve needed to artificially increase the 

condensing temperature of the refrigerant to utilize latent heat for heat recovery). 

The enthalpy values to determine the amount of heat rejected via de-

superheating are summarized in the table below. 

Table 18: CO2 Enthalpy Values for De-superheating 

Saturation 
Condensing 
Temperature 

(ÁF) 

Saturated 
Vapor 

Enthalpy 
(Btu/lbm) 

Saturated 
Liquid 

Enthalpy 
(Btu/lbm) 

Discharge 
Temperature 

(ÁF) 

Superheated 
Vapor 

Enthalpy 
(Btu/lbm) 

% THR in de-
superheating 

70F 174.41 111.74 146.7 210.87 37 

65F 176.88 107.7 136.3 209.12 32 

60F 178.89 103.96 126.1 207.50 28 

¶ The HVAC system is estimated to have 25,000 CFM supply air flow with 25 

percent outside air flow. 

¶ The HVAC system is assumed to have CO2 based demand control ventilation 

system that reduces the outside air flow when the occupant load is low. The 

estimated outside air schedule is visualized in the figure below. 
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Figure 5. Percent outside air schedule during typical day. 

¶ A 0.5 inch WC fan penalty was applied to the central air handling unit due to the 

increase in pressure drop when a heat recovery coil is installed, resulting in 

14,000 kWh energy penalty. 

¶ Natural gas savings was calculated for various heat recovery heat exchanger 

sizes based on different assumed design total heat of rejection until most climate 

zones were found to be cost effective.  

¶ If the hourly dry bulb temperature was less than the balance point temperature, 

and the heating requirement was greater than 200,000 Btuh, then heat recovery 

was assumed to take place.  

¶ The high stage suction group loading factor was included in the calculations to 

account for the average partial loading (estimated 55 percent of design THR) of 

the suction group, compared to the 100 percent loading used in the THR 

calculations. The de-superheating factor (percent of THR associated with just de-

superheating the CO2 vapor) was also included in the calculations. For example:  

1. The prototype retail food store sales area has a heating requirement of 

376,000 Btuh for the first hour of January 1 in Climate Zone 3, which is 

greater than the threshold of 200,000 Btuh. The DBT for that hour is 52ÁF, 

which is lower than the balance point temperature. (If one of the two 

conditions are not met in an hour, the heat recovery is assumed to be zero for 

that hour). 

2. The possible heat recovery was calculated for the first hour of January 1 in 
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Climate Zone 3 is: 

a. 150MBH (Design THR) x 55 percent (suction group loading at average 

SCT conditions) x de-superheating factor (37 percent) = 30.5 MBH. 

The possible heat recovery was calculated for each hour of the year. 

b. The possible heat recovery calculated in step 2a was compared with the 

heating requirement in step 1. The actual heat recovery was estimated 

to be equal to the smaller of the two numbers. In case of the 150 MBH 

heat recovery (30.5 MBH possible heat recovery), the possible heat 

recovery was always less than the 200,000 Btuh threshold, so the actual 

heat recovery was equal to the possible heat recovery. However, this 

may not be the case when the heat recovery calculation iterations are 

done for other THR thresholds. 

3. The actual heat recovery per hour was added to determine the yearly heat 

recovery potential in therms. 

2.3.2.2 Statewide Energy Savings Methodology 

The per-unit energy impacts were extrapolated to statewide impacts using the 

Statewide Construction Forecasts that the Energy Commission provided (California 

Energy Commission 2020). The Statewide Construction Forecasts estimate new 

construction that will occur in 2023, the first year that the 2022 Title 24, Part 6 

requirements are in effect. It also estimates the size of the total existing building stock in 

2023, which the Statewide CASE Team used to approximate savings from building 

alterations. The construction forecast provides construction (new construction and 

existing building stock) by building type and climate zone. The Statewide CASE Team 

utilized the Refrigerated Warehouse and Grocery construction forecast for this measure 

to determine the statewide impacts. An additional reduction is applied to the Statewide 

Construction Forecast to estimate the impacted square footage that is relevant to 

Submeasure A. It is expected that only 30 percent of new grocery stores and 10 percent 

of new refrigerated warehouses will utilize transcritical CO2 technology. 

Appendix A presents additional information about the methodology and assumptions 

used to calculate statewide energy impacts. 

2.3.2.3 Per-Unit Energy Impacts Results 

Energy savings and peak demand reductions per-unit are presented in Table 22 

through Table 28 for new construction. The per-unit energy savings figures do not 

account for naturally occurring market adoption or compliance rates. A discussion of 

each submeasure is summarized below: 
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Air-Cooled Gas Cooler Restriction 

Large Refrigerated Warehouse 

Annual savings for the first year for the 92,000 ft2 prototypical refrigerated warehouse 

are expected to range from -112,000 to 436,000 kWh/yr (-1.22 to 4.74 kWh/ft2-yr) 

depending upon climate zone. Demand reductions are expected to range between 25 

and 260 kW depending on climate zone. 

Overall the adiabatic condenser/gas cooler measure was found to result in -8 percent to 

18 percent kWh savings compared to the total prototype annual energy consumption 

when operating with an air-cooled condenser. The reduced head pressure achieved by 

the adiabatic precooling of the ambient air resulted in fewer supercritical operating 

hours and overall improvement in refrigeration system performance for most climate 

zones. The increase in energy in Climate Zones 1, 3, 5 and 7 was due to lower ambient 

temperatures on average where the impact of air precooling is reduced with more hours 

running in dry mode. Because adiabatic gas coolers are sized smaller than air cooled 

gas coolers, climate zones with reduced number of precooling hours will have a larger 

energy penalty due to the reduced coil surface area. Additionally, adiabatic gas coolers 

due incur a fan power penalty due to the increased pressure drop across the precooling 

pad. These energy penalties will outweigh the benefits of adiabatic gas coolers if the 

number of precool operating hours is not sufficiently high. 

A summary of the number of operating hours in the supercritical mode for the air cooled 

and adiabatic gas coolers for the refrigerated warehouse prototype are given below. 
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Table 19: Supercritical Hours (Air Cooled Versus Adiabatic, RWH) 

Climate Zone Air Cooled (Base Case) Adiabatic (EEM1) 

1 13 4 

2 777 96 

3 185 3 

4 943 161 

5 286 18 

6 749 235 

7 382 61 

8 1,500 262 

9 1,523 149 

10 1,822 305 

11 1,837 328 

12 1,327 207 

13 2,189 481 

14 2,091 163 

15 4,143 940 

16 450 0 

 

Figure 6. Supercritical hours (air cooled vs. adiabatic, RWH). 
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The number of hours in transcritical mode are naturally higher in the hot climate zones 

such as Climate Zone 15, and the hours are lower in the mild or cold climate zones 

such as Climate Zone 1. 

Large Supermarket 

Annual savings for the 60,000 ft2 prototypical supermarket for the first year are expected 

to range from -116,000 to 274,000 kWh/yr (-1.94 to 4.58 kWh/ft2) depending upon 

climate zone. Demand reductions are expected to range between 10 and 201 kW 

depending on climate zone. 

The Large Supermarket prototype saves kWh in Climate Zone 8 through 15, and the 

kWh consumption increases for all other climate zones. 

The supermarket prototype has slightly higher number of hours in the transcritical mode, 

as it has a different load profile than the refrigerated warehouse prototype.  
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Table 20: Supercritical Hours (Air Cooled vs. Adiabatic, Supermarket) 

Climate Zone Air Cooled (Base Case) Adiabatic (EEM1) 

1 11 10 

2 936 340 

3 234 126 

4 1,166 595 

5 327 102 

6 921 1169 

7 467 703 

8 1,730 862 

9 1,790 594 

10 2,104 759 

11 2,185 736 

12 1,541 628 

13 2,518 1,043 

14 2,305 392 

15 4,383 1,307 

16 527 17 

 

Figure 7. Supercritical hours (air cooled vs. adiabatic, LSM). 
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Minimum Air-Cooled and Adiabatic Gas Cooler Sizing and Specific Efficiency 

The proposed values for air-cooled and adiabatic gas cooler specific efficiency are 

considered standard practice and do not incur any additional cost or energy savings. 

Therefore, this measure only attributes incremental savings based on the increase in 

gas cooler size for air-cooled gas coolers. 

Large Refrigerated Warehouse (Air-Cooled Gas Cooler Sized at 6ÁF Approach) 

Annual savings for the large refrigerated warehouse prototype for the first year are 

expected to range from -8,634 to 15,057 kWh/yr (-0.1 to 0.16 kWh/ft2) depending upon 

climate zone. Demand reductions range between -5 and 16 kW depending on climate 

zone. 

Overall, the gas cooler sized at 6ÁF approach resulted in approximately 1 percent kWh 

savings compared incrementally to the Standard Design of 8ÁF approach in the climate 

zones where there are positive kWh savings. 

Large Supermarket (Air-Cooled Gas Cooler Sized at 6ÁF Approach) 

Annual savings for the first year are expected to range from 1,919 to 16,289 kWh/yr 

(0.03 to 0.27 kWh/ft2) depending upon climate zone. Demand reductions range between 

-2.2 to 3.4 kW depending on climate zone. 

Overall, the gas cooler sized at 6ÁF approach resulted in approximately 1 percent kWh 

savings compared incrementally to the Standard Design of 8ÁF approach.  

Supercritical Optimized Head Pressure Control 

Large Refrigerated Warehouse 

Annual savings for the 92,000 ft2 refrigerated warehouse prototype for the first year are 

expected to range from 267 to 92,600 kWh/yr (0 to 1.01 kWh/ft2) depending upon 

climate zone. Demand reductions are expected to range between -64 and 16 kW 

depending on climate zone. 

Overall, the optimized head pressure control with modulating fan speeds resulted in 0 

percent to 4 percent kWh savings compared to the total prototype annual kWh 

consumption when operating with 100 percent fan speed during supercritical operating 

hours. 

Large Supermarket 

Annual savings for the 60,000 ft2 large supermarket prototype for the first year are 

expected to vary widely over a range from 98 to 22,700 kWh/yr (0 to 0.38 kWh/ft2) 

depending upon climate zone. Demand reductions are expected to range between -24.6 

and 9 kW depending on climate zone. 
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The gas cooler fans run at full speed in the Standard Case, so the gas cooler leaving 

temperature is as low as possible, compared to Proposed Case in which the gas cooler 

fans modulate speed to maintain a constant approach temperature (difference between 

the leaving gas temperature and dry bulb temperature). An example is given in Table 

21. 

The gas leaving the gas cooler is at a higher temperature and enthalpy in the Proposed 

Case compared to the Base Case. The leaving gas expands into the intermediate 

pressure vessel at 40ÁF (568 psia) saturation. After expansion, a higher percent mass 

fraction of the entering refrigerant is flash gas due to its higher enthalpy in the Proposed 

Case compared to the Standard Case. This additional flash gas increases the high 

stage mass flow as the compressors working in the high stage compress the gas in the 

intermediate pressure vessel. This increase in compressor demand offsets the 

decrease in condenser fan power, resulting in an overall net increase in demand.
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Table 21: Operational Comparison for Optimized Head Pressure Control 

Run Climate 
Zone 

Day 
and 
Hour 

Discharge 
Pressure 
(psia) 

Leaving Gas 
Cooler 

Temperature 
(ÁF) 

Leaving 
Gas 

Enthalpy 
(Btu/lb) 

Condenser 
Power (kW) 

HS 
Mass 
Flow 
(lb/h) 

HS 
Compressor 
Power (kW) 

Total 
Power 
(kW) 

Standard 
Case 

9 9/1 

17:00 

1,530.4 109 137.75 36.9 18,34
2 

234.0 270.9 

Proposed 
Case 

9 9/1 

17:00 

1,530.4 112.2 142.18 14.7 20,53
0 

261.8 276.5 
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Subcritical Ambient Temperature Reset Control Strategy 

This proposed code change is considered standard practice and would incur no 

incremental cost or energy savings. 

Minimum Saturated Condensing Temperature Setpoint of 60ᴌ 

This proposed code change is considered standard practice and would incur no 

incremental cost or energy savings. 

Heat Recovery (Large Supermarket) 

Annual natural gas savings associated with a heat recovery heat exchanger sized for 25 

percent of a minimum design total heat of rejection of 500 MBH are expected to range 

from 3,000 therms/yr to 11,000 therms/year (0.05 to 0.18 therms/ft2) depending on the 

climate zone.  

Table 22: First-Year Energy Impacts Per Square Foot ï Large Refrigerated 
Warehouse Prototype Building ï Air-Cooled Gas Cooler Restriction 

Climate 
Zone 

Electricity 
Savings 

(kWh/yr) 

Peak Electricity 
Demand Reductions 

(kW)a 

Natural Gas 
Savings 

(therms/yr) 

TDV Energy 
Savings 

(TDV kBtu/yr) 

1 (1.22) 0.00  0.00  (34.05) 

2 0.73  0.00  0.00  32.26  

3 (0.75) 0.00  0.00  6.40  

4 0.81  0.00  0.00  27.41  

5 (0.42) 0.00  0.00  (15.67) 

6 0.90  0.00  0.00  23.17  

7 (0.18) 0.00  0.00  (9.36) 

8 1.49  0.00  0.00  32.99  

9 1.67  0.00  0.00  51.60  

10 2.17  0.00  0.00  62.58  

11 2.60  0.00  0.00  125.17  

12 1.72  0.00  0.00  62.25  

13 1.86  0.00  0.00  73.55  

14 2.16  0.00  0.00  73.81  

15 4.74  0.00  0.00  167.70  

16 0.42  0.00  0.00  9.76  

a. Demand savings rounds to zero on a per square foot basis. Reference in-text description for total 
prototype demand savings/increases. 
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Table 23: First-Year Energy Impacts Per Square Foot ï Large Refrigerated 
Warehouse Prototype Building ï Air Cooled Gas Cooler Sized at 6ÁF 

Climate 
Zone 

Electricity 
Savings 

(kWh/yr) 

Peak Electricity 
Demand Reductions 

(kW)a 

Natural Gas 
Savings 

(therms/yr) 

TDV Energy 
Savings 

(TDV kBtu/yr)b 

1 0.15  0.00  0.00  3.99  

2 0.07  0.00  0.00  0.46  

3 0.09  0.00  0.00  2.64  

4 0.10  0.00  0.00  0.96  

5 0.11  0.00  0.00  3.11  

6 0.16  0.00  0.00  3.61  

7 0.15  0.00  0.00  3.65  

8 0.08  0.00  0.00  0.77  

9 0.06  0.00  0.00  0.35  

10 0.06  0.00  0.00  0.36  

11 (0.00) (0.00) 0.00  (1.28) 

12 0.05  0.00  0.00  (0.02) 

13 (0.01) 0.00  0.00  (1.49) 

14 (0.02) 0.00  0.00  (1.71) 

15 (0.09) 0.00  0.00  (3.04) 

16 0.06  0.00  0.00  1.53  

a. Demand savings rounds to zero on a per square foot basis. Reference in-text description for total 
prototype demand savings/increases. 

b. Larger gas coolers with the same specific efficiency will have higher fan power. Because the 
Standard Case assumes 100% fan speed during supercritical operation, it is possible to have 
negative TDV energy savings due to high condenser fan power during peak periods where the TDV 
factors are higher, even if the total annual energy savings are slightly positive. 
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Table 24: First-Year Energy Impacts Per Square Foot ï Large Refrigerated 
Warehouse Prototype Building ï Supercritical Optimized Head Pressure Control 
(with Modulating Fan Speeds) 

Climate 
Zone 

Electricity 
Savings 

(kWh/yr) 

Peak Electricity 
Demand Reductions 

(kW)a 

Natural Gas 
Savings 

(therms/yr) 

TDV Energy 
Savings 

(TDV kBtu/yr) 

1 0.00  (0.00) 0.00  0.12  

2 0.16  (0.00) 0.00  8.05  

3 0.04  (0.00) 0.00  4.12  

4 0.23  (0.00) 0.00  11.97  

5 0.09  0.00  0.00  2.23  

6 0.22  0.00  0.00  10.36  

7 0.13  0.00  0.00  4.59  

8 0.37  (0.00) 0.00  14.26  

9 0.37  0.00  0.00  14.54  

10 0.41  (0.00) 0.00  15.08  

11 0.46  (0.00) 0.00  14.59  

12 0.27  (0.00) 0.00  10.48  

13 0.53  (0.00) 0.00  16.31  

14 0.55  (0.00) 0.00  18.37  

15 1.01  (0.00) 0.00  18.55  

16 0.16  0.00  0.00  4.02  

a. Demand savings rounds to zero on a per square foot basis. Reference in-text description for total 
prototype demand savings/increases. 
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Table 25. First-Year Energy Impacts Per Square Foot ï Large Supermarket 
Prototype Building ï Air-Cooled Gas Cooler Restriction 

Climate 
Zone 

Electricity 
Savings 

(kWh/yr) 

Peak Electricity 
Demand Reductions 

(kW)a 

Natural Gas 
Savings 

(therms/yr) 

TDV Energy 
Savings 

(TDV kBtu/yr)b 

1 (1.94) 0.00  0.00  (53.84) 

2 (0.42) 0.00  0.00  5.24  

3 (1.20) 0.00  0.00  (24.86) 

4 (0.39) 0.00  0.00  12.43  

5 (1.03) 0.00  0.00  (30.69) 

6 (0.33) 0.00  0.00  (5.02) 

7 (0.78) 0.00  0.00  (22.64) 

8 0.16  0.00  0.00  17.71  

9 0.32  0.00  0.00  26.47  

10 0.83  0.00  0.00  41.34  

11 1.42  0.00  0.00  67.01  

12 0.45  0.00  0.00  36.42  

13 1.42  0.00  0.00  67.64  

14 1.38  0.00  0.00  54.21  

15 4.58  0.00  0.00  170.72  

16 (0.36) 0.00  0.00  (9.33) 

a. Demand savings rounds to zero on a per square foot basis. Reference in-text description for total 
prototype demand savings/increases. 

b. Because this measure was analyzed assuming adiabatic gas coolers which are designed to result in 
peak energy savings, it is possible to have positive TDV energy savings due to energy savings 
during times when TDV factors are comparatively very high, even if the total annual energy savings 
are slightly negative. 
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Table 26: First-Year Energy Impacts Per Square Foot ï Large Supermarket 
Prototype Building ï Air Cooled Gas Cooler Sized at 6ÁF 

Climate 
Zone 

Electricity 
Savings 

(kWh/yr) 

Peak Electricity 
Demand Reductions 

(kW)a 

Natural Gas 
Savings 

(therms/yr) 

TDV Energy 
Savings 

(TDV kBtu/yr) 

1 0.27  (0.00) 0.00  7.06  

2 0.14  0.00  0.00  3.76  

3 0.19  (0.00) 0.00  5.11  

4 0.22  (0.00) 0.00  5.39  

5 0.21  (0.00) 0.00  6.03  

6 0.27  0.00  0.00  7.18  

7 0.24  (0.00) 0.00  6.66  

8 0.17  (0.00) 0.00  5.10  

9 0.17  0.00  0.00  4.33  

10 0.16  (0.00) 0.00  4.64  

11 0.08  (0.00) 0.00  1.63  

12 0.15  (0.00) 0.00  3.78  

13 0.13  (0.00) 0.00  2.89  

14 0.07  (0.00) 0.00  1.36  

15 0.03  0.00  0.00  0.82  

16 0.11  (0.00) 0.00  2.81  

a. Demand savings rounds to zero on a per square foot basis. Reference in-text description for total 
prototype demand savings/increases. 
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Table 27: First-Year Energy Impacts Per Square Foot ï Large Supermarket 
Prototype Building ï Supercritical Optimized Head Pressure Control (with 
Modulating Fan Speeds) 

Climate 
Zone 

Electricity 
Savings 

(kWh/yr) 

Peak Electricity 
Demand Reductions 

(kW)a 

Natural Gas 
Savings 

(therms/yr) 

TDV Energy 
Savings 

(TDV kBtu/yr) 

1 0.00  0.00  0.00  0.05  

2 0.10  0.00  0.00  3.50  

3 0.03  0.00  0.00  2.87  

4 0.14  0.00  0.00  4.32  

5 0.05  0.00  0.00  1.44  

6 0.12  (0.00) 0.00  4.54  

7 0.08  0.00  0.00  3.45  

8 0.17  0.00  0.00  5.15  

9 0.18  (0.00) 0.00  5.32  

10 0.19  0.00  0.00  5.11  

11 0.20  0.00  0.00  5.48  

12 0.13  (0.00) 0.00  3.60  

13 0.21  (0.00) 0.00  4.79  

14 0.23  0.00  0.00  7.04  

15 0.38  (0.00) 0.00  5.55  

16 0.09  0.00  0.00  2.36  

a. Demand savings rounds to zero on a per square foot basis. Reference in-text description for total 
prototype demand savings/increases. 
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Table 28. First-Year Energy Impacts Per Square Foot ï Large Supermarket 
Prototype Building ïHeat Recovery for CO2 

Climate 
Zone 

Electricity 
Savings 

(kWh/yr) 

Peak Electricity 
Demand Reductions 

(kW)a 

Natural Gas 
Savings 

(therms/yr) 

TDV Energy 
Savings 

(TDV kBtu/yr) 

1 (0.35) 0.00  0.18  2.52  

2 (0.33) 0.00  0.14  1.71  

3 (0.35) 0.00  0.16  2.18  

4 (0.33) 0.00  0.13  1.64  

5 (0.34) 0.00  0.17  2.19  

6 (0.33) 0.00  0.13  1.65  

7 (0.34) 0.00  0.12  1.43  

8 (0.33) 0.00  0.11  1.16  

9 (0.32) 0.00  0.11  1.18  

10 (0.32) 0.00  0.10  1.08  

11 (0.31) 0.00  0.10  1.14  

12 (0.32) 0.00  0.11  1.20  

13 (0.31) 0.00  0.10  1.03  

14 (0.31) 0.00  0.10  1.13  

15 (0.29) 0.00  0.05  0.27  

16 (0.33) 0.00  0.14  1.71  

a. Demand savings rounds to zero on a per square foot basis. Reference in-text description for total 
prototype demand savings/increases. 

2.4 Cost and Cost Effectiveness 

2.4.1 Energy Cost Savings Methodology 

Energy cost savings were calculated by applying the TDV energy cost factors to the 

energy savings estimates that were derived using the methodology described in Section 

2.3.2. TDV is a normalized metric to calculate energy cost savings that accounts for the 

variable cost of electricity and natural gas for each hour of the year, along with how 

costs are expected to change over the period of analysis (30 years for residential 

measures and nonresidential envelope measures and 15 years for all other 

nonresidential measures). In this case, the period of analysis used is 15 years. The TDV 

energy cost impacts are presented in nominal dollars and in 2023 present value dollars 

and represent the energy cost savings realized over 15 years.  

This code change proposal is only applicable to newly constructed refrigeration systems 

(both new construction and alteration). Because the energy savings does not differ 

between new construction and alterations, the energy cost savings analysis described 

below only reference new construction. 
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2.4.2 Energy Cost Savings Results 

Per-square foot energy cost savings for newly constructed buildings and alterations that 

are realized over the 15-year period of analysis are presented in nominal dollars in the 

Final CASE Report in Appendix C. Energy cost savings in 2023 present valued (PV) 

dollars are presented in Section 2.4.5 below in the cost effectiveness tables. The only 

benefit to the proposed measures is electricity cost savings. Therefore, the benefits 

presented in Section 2.4.5 are equivalent to the PV TDV electricity cost savings in PV 

2023$. 

The TDV methodology allows peak electricity savings to be valued more than electricity 

savings during non-peak periods. The code change proposal with the most significant 

impact on peak savings is the restriction on air-cooled gas coolers. The peak savings 

attributed to adiabatic gas coolers for the refrigerated warehouse prototype in all climate 

zones are given in the table below. Note savings values in parentheses are negative 

values and reflect increased energy consumption and increased energy cost. 

Climate Zone 3 has cost savings during the peak hours and increase in energy cost 

during most of the remaining hours, so its peak hour cost savings percentage is higher 

than 100 percent. The peak hour savings are high in Climate Zone 2, 3, 6, 14 and 15. 

The savings are more evenly spread out in the remaining climate zones. 
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Table 29: Contribution of Peak Savings - Adiabatic Gas Coolers 

Climate 
Zone 

Peak Hours 
Average 
$/TDV 

Peak 
$/TDV 

Peak 
Hour 
Savings 
(TDV $) 

Total 
Savings 
(TDV $) 

Peak 
Hour 
Savings 
% 

Average 
Peak 
Hour 
Savings 
(TDV $) 

Average 
Savings 
per Hour 
(TDV $) 

1 Aug 27, 28, 29: 5pm to 8pm 2.51 37.73 (1,140) (278,784) 0.4 (127) (31.8) 

2 Jun 28, 29, 30: 5pm to 8pm 2.49 297.53 36,319 264,170 13.7 4,035 30.16 

3 Oct 1, 2, 3: 5pm to 8pm 2.50 260.25 149,805 52,418 285.8 16,645 5.98 

4 Jun 28, 29, 30: 5pm to 8pm 2.51 206.92 33,752 224,406 15.0 3,750 25.62 

5 Oct 1, 2, 3: 5pm to 8pm 2.52 77.70 4,600 (128,272) (3.6) 511 (14.64) 

6 Oct 1, 2, 3: 5pm to 8pm 2.50 137.64 21,532 189,698 11.4 2,392 21.65 

7 Sep 2, 3, 4: 2pm to 5pm 2.50 90.50 2,447 (76,637) (3.2) 272 (8.87) 

8 Sep 3, 4, 5: 2pm to 5pm 2.51 98.23 15,361 270,144 5.7 1,707 30.84 

9 Jun 28, 29, 30: 2pm to 5pm 2.51 184.41 10,684 422,508 2.5 1,187 48.23 

10 Jun 28, 29, 30: 2pm to 5pm 2.50 81.70 12,573 512,392 2.5 1,397 58.49 

11 Jun 7, 8, 9:2pm to 5pm 2.50 192.50 109,694 1,024,868 10.7 12,188 116.99 

12 Jun 28, 29, 30: 2pm to 5pm 2.50 187.97 32,090 509,720 6.3 3,566 58.19 

13 Jun 28, 29, 30: 2pm to 5pm 2.49 276.76 53,778 602,266 8.9 5,975 68.75 

14 Jun 28, 29, 30: 2pm to 5pm 2.50 218.48 61,327 604,337 10.1 6,814 68.99 

15 Jun 28, 29, 30: 2pm to 5pm 2.50 225.50 193,205 1,373,096 14.1 21,467 156.75 

16 Feb 2, 3, 4: 5pm to 8pm 2.55 141.65 84 79,908 0.11 9.32 9.12 
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2.4.3 Incremental First Cost   

Incremental first cost is the initial cost to adopt more efficient equipment or building 

practices when compared to the cost of an equivalent baseline project. Therefore, it was 

important that the Statewide CASE Team consider first costs in evaluating overall 

measure cost effectiveness. Incremental first costs are based on data available today 

and can change over time as markets evolve and professionals become familiar with 

new technology and building practices. 

Air-Cooled Gas Cooler Restriction 

The incremental cost for restricting air-cooled gas coolers was estimated by assuming 

the use of adiabatic gas coolers. Pricing data from multiple manufacturers for an air-

cooled gas cooler at a nominal 8ᴌ rated approach temperature between gas cooler 

outlet temperature and ambient dry bulb temperature was compared to pricing data for 

an adiabatic gas cooler at a nominal 15ᴌ rated approach temperature between gas 

cooler outlet temperature and ambient dry bulb temperature, assuming the adiabatic 

gas cooler was operating in dry mode. This sizing approach is analogous to the current 

minimum sizing practices for adiabatic condensers that is currently in Title 24, Part 6. 

The price difference between the air cooled and adiabatic gas coolers was used to 

determine a percent cost increase that was then applied to each climate zone 

simulation for each prototype. The incremental cost was found to be approximately 30 

percent more for adiabatic. 

In addition to the equipment cost, an incremental $3,000 was assumed to cover the cost 

of water piping and installation. Taxes were assumed to be 7.5 percent and a 

contingency of 10 percent was used. In total the estimated incremental cost was 

assumed to be approximately $83,000 and $34,000 for the LRWH and LSM prototypes 

respectively across all climate zones. 

Minimum Air-Cooled and Adiabatic Gas Cooler Sizing and Specific Efficiency 

Incremental cost for gas cooler sizing was developed by developing a database of air-

cooled gas coolers and establishing an average cost per unit of heat rejection capacity 

($/MBH). The incremental size increase associated with a change in the rated 

temperature difference between the gas cooler outlet temperature and the design 

ambient air temperature was converted to a corresponding increasing in MBH, and thus 

a corresponding increase to the expected cost of the incrementally larger gas cooler. 

The incremental first cost was estimated to be $5,000 per degree of approach 

temperature when selecting a larger gas cooler for large refrigerated warehouses, and 

$2,500 per degree temperature difference when selecting a larger gas cooler for large 

supermarkets. 



 

2022 Title 24, Part 6 Final CASE Report ï 2022-NR-COV-PROC2-F | 78 

Supercritical Optimized Head Pressure Control 

The incremental cost for optimized head pressure control with modulating fan speeds 

(as opposed to fan speeds at 100% speed during supercritical operation) was 

developed by accounting for both incremental equipment costs, installation costs, and 

commissioning costs. General optimized head pressure control is already standard 

practice for transcritical CO2 systems, with the key differences in fan speed control. The 

incremental cost associated with going from 100 percent fan speed control during 

supercritical mode to modulating fan speed control was assumed to be 90 hours of 

additional programming and commissioning time per prototype. Commissioning time 

consists of fine tuning the operating approach temperature setpoint, and validation that 

fan speeds modulate to maintain a fixed approach temperature for each transcritical 

CO2 rack/condenser. A labor rate of $120/hr was used, and a 10 percent contingency 

factor was applied to calculate the total incremental cost. The total incremental first cost 

was estimated to be $10,800 per prototype.  

Subcritical Ambient Temperature Reset Control Strategy 

This proposed code change is considered standard practice and would incur no 

incremental cost or energy savings. 

Minimum Saturated Condensing Temperature Setpoint of 60ᴌ 

This proposed code change is considered standard practice and would incur no 

incremental cost or energy savings. 

Heat Recovery (Large Supermarket) 

The incremental first cost estimate for indirect CO2 heat recovery is as follows: 

Table 30: Incremental First Cost (Heat Recovery) 

Cost Category 
Amount 
(2023 PV) 

Equipment (brazed plate glycol/CO2 HX, glycol air coil, recirculation pump) $13,195 

Materials ï piping, ductwork, additional refrigerant etc. $10,563 

Installation and Commissioning $13,350 

Taxes, Permits, Contingency and Others $13,915 

Total $51,023 

The installation and commissioning labor hours were estimated to be as follows: 

¶ Piping installation labor ï 70 hours at $75 per hour 

¶ Additional electrical and controls work ï 20 hours at $75 per hour 

¶ Labor to install coil in duct or air handler ï 40 hours at $75 per hour 

¶ Engineering and planning ï 40 hours at $90 per hour 
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7.5 percent was added for taxes and permits, and 30 percent contingency was included. 

2.4.4 Incremental Maintenance and Replacement Costs  

Incremental maintenance cost is the incremental cost of replacing the equipment or 

parts of the equipment, as well as periodic maintenance required to keep the equipment 

operating relative to current practices over the 15-year period of analysis. The present 

value of equipment maintenance costs (savings) was calculated using a three percent 

discount rate (d), which is consistent with the discount rate used when developing the 

2022 TDV. The present value of maintenance costs that occurs in the nth year is 

calculated as follows: 

ὖὶὩίὩὲὸὠὥὰόὩέὪὓὥὭὲὸὩὲὥὲὧὩὅέίὸὓὥὭὲὸὩὲὥὲὧὩὅέίὸỗ
ρ

ρ Ὠ
Ộ 

Air-Cooled Gas Cooler Restriction 

Adiabatic gas coolers need additional maintenance due to the pre-cooling pads, as they 

are wetted by water. The pre-cooling pads need to be cleaned periodically. Additionally, 

the adiabatic condensers switch between dry mode and wet mode depending upon the 

ambient dry bulb temperature. The control strategy needs periodic checks to make sure 

that it is working optimally. The maintenance cost was estimated to be $64,000 and 

$32,000 for the large warehouse and large supermarket prototype, respectively. The 

maintenance costs for the 15 years include the 3 percent discount rate. 

The replacement cost was considered for adiabatic gas coolers. The pre-cooling pads 

were estimated to be replaced three times during the 15-year analysis period. The cost 

of pre-cooling pad replacement was estimated to be $120,000 and $60,000 for the large 

warehouse and large supermarket, respectively. 

Lastly, water usage and sewer costs were included on an annual basis. 21 different 

water districts were sampled to develop estimated per unit cost impacts. The estimated 

average water and sewer costs were each $0.006/gallon. Water usage varied by 

climate zone resulting in different water and sewer costs. These costs are summarized 

in Table 31 below. 
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Table 31: 15 Year Present Value Water and Sewer Costs for Adiabatic Gas 
Coolers 

Climate Zone 15 Year Water and Sewer 
Costs (PV 2023$) - LRWH 

15 Year Water and Sewer 
Costs (PV 2023$) - LSM 

1 $6,339  $3,580  

2 $61,286  $31,541  

3 $31,194  $17,134  

4 $46,954  $24,707  

5 $32,335  $17,542  

6 $116,323  $62,247  

7 $65,063  $35,755  

8 $122,452  $63,663  

9 $111,594  $57,961  

10 $112,035  $56,892  

11 $93,445  $47,220  

12 $85,787  $44,003  

13 $108,065  $53,104  

14 $93,880  $46,849  

15 $149,813  $68,549  

16 $25,474  $15,021  

Minimum Air-Cooled and Adiabatic Gas Cooler Sizing and Specific Efficiency 

There is no incremental maintenance cost associated with this measure. 

Supercritical Optimized Head Pressure Control 

The optimized head pressure control needs periodic checks to make sure fan 

modulation in response to the temperature difference between the ambient dry bulb 

temperature and the leaving gas cooler temperature is working optimally. The 

maintenance cost was estimated to be $17,000 and $8,500 for the large warehouse and 

large supermarket prototype, respectively. The maintenance costs for the 15 years 

include the 3 percent discount rate. 

Subcritical Ambient Temperature Reset Control Strategy 

This proposed code change is considered standard practice and would incur no 

incremental cost or energy savings. 

Minimum Saturated Condensing Temperature Setpoint of 60ᴌ 

This proposed code change is considered standard practice and would incur no 

incremental cost or energy savings. 
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Heat Recovery (Large Supermarket) 

The incremental maintenance cost was calculated as the present value (PV) for $800 

per year at 3 percent discount rate for 15 years. The estimated labor hours and hourly 

labor rate were estimated to be 8 and $100 per hour, respectively. The total 

Maintenance cost over 15 years was calculated to be $9,550. 

2.4.5 Cost Effectiveness 

This measure proposes a mandatory requirement. As such, a cost analysis is required 

to demonstrate that the measure is cost effective over the 15-year period of analysis.  

The Energy Commission establishes the procedures for calculating cost effectiveness. 

The Statewide CASE Team collaborated with Energy Commission staff to confirm that 

the methodology in this report is consistent with their guidelines, including which costs 

were included in the analysis. The incremental first cost and incremental maintenance 

costs over the 15-year period of analysis were included. The TDV energy cost savings 

from electricity savings were also included in the evaluation. 

Design costs were not included nor were the incremental costs of code compliance 

verification.  

According to the Energy Commissionôs definitions, a measure is cost effective if the 

benefit-to-cost (B/C) ratio is greater than 1.0. The B/C ratio is calculated by dividing the 

cost benefits realized over 15 years by the total incremental costs, which includes 

maintenance costs for 15 years. The B/C ratio was calculated using 2023 PV costs and 

cost savings.  

Results of the per-square foot cost-effectiveness analyses are presented in Table 32. 

through  

Table 38 for new construction. Alterations are not considered for this proposed 

measure. 
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Table 32: 15-Year Cost-Effectiveness Summary Per Square Foot ï New 
Construction ï Large Refrigerated Warehouse ï Air-Cooled Gas Cooler 
Restriction 

Climate 
Zone 

Benefits 

TDV Energy Cost Savings + 
Other PV Savingsa 

(2023 PV$) 

Costs 

Total Incremental 
PV Costsb 

(2023 PV$) 

Benefit-to-
Cost Ratio 

1 ($3.03) $2.98  (1.02) 

2 $2.87  $3.57  0.80  

3 $0.57  $3.25  0.18  

4 $2.44  $3.42  0.71  

5 ($1.39) $3.26  (0.43) 

6 $2.06  $4.17  0.49  

7 ($0.83) $3.62  (0.23) 

8 $2.94  $4.24  0.69  

9 $4.59  $4.12  1.11  

10 $5.57  $4.13  1.35  

11 $11.14  $3.92  2.84  

12 $5.54  $3.84  1.44  

13 $6.55  $4.08  1.60  

14 $6.57  $3.93  1.67  

15 $14.92  $4.54  3.29  

16 $0.87  $3.19  0.27  
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Table 33: 15-Year Cost-Effectiveness Summary Per Square Foot ï New 
Construction ï Large Refrigerated Warehouse ï Gas Cooler Sized at 6ÁF 

Climate 
Zone 

Benefits 

TDV Energy Cost Savings + 
Other PV Savingsa 

(2023 PV$) 

Costs 

Total Incremental 
PV Costsb 

(2023 PV$) 

Benefit-to-
Cost Ratio 

1 $0.36  $0.10  3.49  

2 $0.04  $0.15  0.27  

3 $0.23  $0.14  1.74  

4 $0.09  $0.15  0.58  

5 $0.28  $0.14  2.00  

6 $0.32  $0.15  2.21  

7 $0.32  $0.14  2.33  

8 $0.07  $0.16  0.44  

9 $0.03  $0.16  0.20  

10 $0.03  $0.17  0.19  

11 ($0.11) $0.17  (0.68) 

12 ($0.00) $0.16  (0.01) 

13 ($0.13) $0.16  (0.81) 

14 ($0.15) $0.17  (0.92) 

15 ($0.27) $0.19  (1.45) 

16 $0.14  $0.13  1.02  
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Table 34: 15-Year Cost-Effectiveness Summary Per Square Foot ï New 
Construction ï Large Refrigerated Warehouse ï Supercritical Optimized Head 
Pressure Control (with Modulating Fan Speeds) 

Climate 
Zone 

Benefits 

TDV Energy Cost Savings + 
Other PV Savingsa 

(2023 PV$) 

Costs 

Total Incremental 
PV Costsb 

(2023 PV$) 

Benefit-to-
Cost Ratio 

1 $0.01  $0.335  0.03  

2 $0.72  $0.335  2.14  

3 $0.37  $0.335  1.10  

4 $1.07  $0.335  3.18  

5 $0.20  $0.335  0.59  

6 $0.92  $0.335  2.75  

7 $0.41  $0.335  1.22  

8 $1.27  $0.335  3.79  

9 $1.29  $0.335  3.87  

10 $1.34  $0.335  4.01  

11 $1.30  $0.335  3.88  

12 $0.93  $0.335  2.79  

13 $1.45  $0.335  4.34  

14 $1.64  $0.335  4.89  

15 $1.65  $0.335  4.93  

16 $0.36  $0.335  1.07  
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Table 35: 15-Year Cost-Effectiveness Summary Per Square Foot ï New 
Construction ï Large Supermarket ï Air-Cooled Gas Cooler Restriction 

Climate 
Zone 

Benefits 

TDV Energy Cost Savings + 
Other PV Savingsa 

(2023 PV$) 

Costs 

Total Incremental 
PV Costsb 

(2023 PV$) 

Benefit-to-
Cost Ratio 

1 ($4.79) $2.18  (2.20) 

2 $0.47  $2.64  0.18  

3 ($2.21) $2.40  (0.92) 

4 $1.11  $2.53  0.44  

5 ($2.73) $2.41  (1.13) 

6 ($0.45) $3.16  (0.14) 

7 ($2.01) $2.71  (0.74) 

8 $1.58  $3.18  0.50  

9 $2.36  $3.08  0.76  

10 $3.68  $3.07  1.20  

11 $5.96  $2.91  2.05  

12 $3.24  $2.85  1.14  

13 $6.02  $3.00  2.00  

14 $4.83  $2.90  1.66  

15 $15.19  $3.26  4.66  

16 ($0.83) $2.37  (0.35) 
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Table 36: 15-Year Cost-Effectiveness Summary Per Square Foot ï New 
Construction ï Large Supermarket ï Gas Cooler Sized at 6ÁF 

Climate 
Zone 

Benefits 

TDV Energy Cost Savings + 
Other PV Savingsa 

(2023 PV$) 

Costs 

Total Incremental 
PV Costsb 

(2023 PV$) 

Benefit-to-
Cost Ratio 

1 $0.63  $0.07  9.27  

2 $0.33  $0.07  4.52  

3 $0.46  $0.07  6.60  

4 $0.48  $0.07  6.77  

5 $0.54  $0.07  7.85  

6 $0.64  $0.07  9.10  

7 $0.59  $0.07  8.79  

8 $0.45  $0.07  6.08  

9 $0.39  $0.08  5.11  

10 $0.41  $0.08  5.24  

11 $0.15  $0.08  1.82  

12 $0.34  $0.08  4.34  

13 $0.26  $0.08  3.32  

14 $0.12  $0.08  1.52  

15 $0.07  $0.09  0.83  

16 $0.25  $0.07  3.72  

 



 

2022 Title 24, Part 6 Final CASE Report ï 2022-NR-COV-PROC2-F | 87 

Table 37. 15-Year Cost-Effectiveness Summary Per Square Foot ï New 
Construction ï Large Supermarket ï Supercritical Optimized Head Pressure 
Control (with Modulating Fan Speeds) 

Climate 
Zone 

Benefits 

TDV Energy Cost Savings + 
Other PV Savingsa 

(2023 PV$) 

Costs 

Total Incremental 
PV Costsb 

(2023 PV$) 

Benefit-to-
Cost Ratio 

1 $0.00  $0.36  0.01  

2 $0.31  $0.36  0.88  

3 $0.26  $0.36  0.72  

4 $0.38  $0.36  1.08  

5 $0.13  $0.36  0.36  

6 $0.40  $0.36  1.14  

7 $0.31  $0.36  0.86  

8 $0.46  $0.36  1.29  

9 $0.47  $0.36  1.33  

10 $0.46  $0.36  1.28  

11 $0.49  $0.36  1.37  

12 $0.32  $0.36  0.90  

13 $0.43  $0.36  1.20  

14 $0.63  $0.36  1.76  

15 $0.49  $0.36  1.39  

16 $0.21  $0.36  0.59  
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Table 38. 15-Year Cost-Effectiveness Summary Per Square Foot ï New 
Construction ï Large Supermarket ï Heat Recovery 

Climate 
Zone 

Benefits 

TDV Energy Cost Savings + 
Other PV Savingsa 

(2023 PV$) 

Costs 

Total Incremental 
PV Costsb 

(2023 PV$) 

Benefit-to-
Cost Ratio 

1 $2.52  $1.01  2.50  

2 $1.71  $1.01  1.69  

3 $2.18  $1.01  2.16  

4 $1.64  $1.01  1.62  

5 $2.19  $1.01  2.17  

6 $1.65  $1.01  1.63  

7 $1.43  $1.01  1.42  

8 $1.16  $1.01  1.15  

9 $1.18  $1.01  1.17  

10 $1.08  $1.01  1.07  

11 $1.14  $1.01  1.13  

12 $1.20  $1.01  1.19  

13 $1.03  $1.01  1.02  

14 $1.13  $1.01  1.12  

15 $0.27  $1.01  (0.27)  

16 $1.71  $1.01  1.69  

 

a. Benefits: TDV Energy Cost Savings + Other PV Savings: Benefits include TDV energy cost 
savings over the period of analysis (Energy + Environmental Economics 2020). Other savings are 
discounted at a real (nominal ï inflation) three percent rate. Other PV savings include incremental 
first-cost savings if proposed first cost is less than current first cost. Includes PV maintenance cost 
savings if PV of proposed maintenance costs is less than PV of current maintenance costs. 

b. Costs: Total Incremental Present Valued Costs: Costs include incremental equipment, 
replacement, and maintenance costs over the period of analysis. Costs are discounted at a real 
(inflation-adjusted) three percent rate and if PV of proposed maintenance costs is greater than PV 
of current maintenance costs. If incremental maintenance cost is negative, it is treated as a positive 
benefit. If there are no total incremental PV costs, the B/C ratio is infinite. 
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2.4.6 Response to Stakeholder Comments 

One major comment was received from stakeholders after the release of the Draft 

CASE Report related to Submeasure A. This comment requested that technologies 

such as parallel compression, ejectors, or mechanical subcooling be considered as an 

alternative to air cooled gas cooler restriction in the code requirements. 

In response to this comment two CO2 refrigeration systems were modeled to determine 

whether or not parallel compression would achieve similar savings to the cost-effective 

air cooled gas cooler restriction measure. The first refrigeration system (System 1) uses 

adiabatic gas coolers and the second refrigeration system (System 2) uses air-cooled 

gas coolers and parallel compression with an SST setpoint of 30ϲF. Other system 

parameters were not changed between the two systems. The two systems were 

compared with a Base Case system that uses air-cooled gas cooler with no parallel 

compression. The comparison was done for Climate Zone 10, as this climate zone has 

a benefit cost ratio of 1.35, which is marginally above 1. 

The table below summarizes the results. 

Table 39: Parallel Compression vs. Air Cooled Gas Cooler Restriction 

Run Total kWh 
kWh 
Savings  

Total 
TDV 

TDV 
Savings  

Base Case (air cooled 
gas cooler) 

1,981,267  NA 57,903 NA 

System 1 with adiabatic 
gas cooler 

1,781,213 200,000 52,146 5,757 

System 2 with air cooled 
gas cooler (Base Case) 
and parallel compression 

1,935,113  46,100 56,488 1,416 

Although parallel compression reduces the compressor energy of the refrigeration 

system, it results in only approximately 23 percent of the savings achieved by the 

restriction of air cooled gas coolers. Therefore, it is not considered an energy neutral 

alternative to the air cooled gas cooler restriction measure. Due to modeling limitations 

and timing constraints, gas ejectors were not analyzed. It should be noted that inherent 

in the design of a booster transcritical CO2 system is the intermediate flash tank, which 

acts as a flash subcooler which feeds lower temperature liquid to medium temperature 

and low temperature loads. 
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2.5 First-Year Statewide Impacts 

2.5.1 Statewide Energy and Energy Cost Savings  

The Statewide CASE Team calculated the first-year statewide savings for new 

construction by multiplying the per-square foot savings, which are presented in Section 

2.4.2, by assumptions about the percentage of newly constructed buildings that would 

be impacted by the proposed code. The statewide new construction forecast for 2023 is 

presented in Appendix A as are the Statewide CASE Teamôs assumptions about the 

percentage of new construction that would be impacted by the proposal (by climate 

zone and building type). 

Because transcritical CO2 is an emerging technology, and ammonia is still the dominant 

refrigerant of choice for refrigerated warehouses in the state of California, only 5 percent 

of new construction square footage is assumed to be transcritical CO2 systems. 

The first-year energy impacts represent the first-year annual savings from all buildings 

that were completed in 2023. The 15-year energy cost savings represent the energy 

cost savings over the entire 15-year analysis period. The statewide savings estimates 

do not take naturally occurring market adoption or compliance rates into account. Table 

40 through Table 43 present the first-year statewide energy and energy cost savings 

from newly constructed buildings by climate zone. While supercritical optimized head 

pressure control with modulating fan speeds was shown to be cost effective in some 

climate zones, the Statewide CASE Team at this time is not recommending this 

measure for adoption due to two main reasons: the magnitude of savings is small on a 

per prototype basis (~ one percent) and the Statewide CASE Team does not want to 

limit innovation in control strategies. The proposed specific efficiency threshold for air-

cooled gas coolers combined with the restriction of air-cooled gas coolers in warm 

ambient climate zones ensures that the 100% fan speed control strategy during 

supercritical operation would not result in excess energy consumption provided that the 

head pressure is still adjusted based on ambient conditions. Thus, this measure is not 

included in the statewide savings estimates. 
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Table 40: Statewide Energy and Energy Cost Impacts ï New Construction ï Large 
Refrigerated Warehouse ï Air-Cooled Gas Cooler Restriction 

Climate 
Zone 

Statewide New 
Construction 
Impacted by 
Proposed 

Change in 2023 

(nonresidential: 
million square 

feet) 

First-Yeara 
Electricity 
Savings 

(GWh) 

First-Year 
Peak 

Electrical 
Demand 
Reduction 

(MW) 

First-Year 
Natural Gas 
Savings 

(MMTherms) 

15-Year 
Present 
Valued 
Energy 
Cost 

Savings 

(2023 PV$) 

1 0.0000 0.000  0.00  0 $0  

2 0.0000 0.000  0.00  0 $0  

3 0.0000 0.000  0.00  0 $0  

4 0.0000 0.000  0.00  0 $0  

5 0.0000 0.000  0.00  0 $0  

6 0.0000 0.000  0.00  0 $0  

7 0.0000 0.000  0.00  0 $0  

8 0.0000 0.000  0.00  0 $0  

9 0.0172 0.029  0.01  0 $78,961  

10 0.0108 0.023  0.01  0 $60,090  

11 0.0090 0.023  0.03  0 $100,006  

12 0.0298 0.051  0.04  0 $165,206  

13 0.0235 0.044  0.02  0 $153,806  

14 0.0037 0.008  0.00  0 $24,622  

15 0.0021 0.010  0.01  0 $32,068  

16 0.0000 0.000  0.00  0 $0  

TOTAL 0.0962 0.1888 0.1131 0 $614,759  

a. First-year savings from all buildings completed statewide in 2023. 
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Table 41: Statewide Energy and Energy Cost Impacts ï New Construction ï Large 
Refrigerated Warehouse ï Gas Cooler Sized at 6ÁF 

Climate 
Zone 

Statewide New 
Construction 
Impacted by 
Proposed 

Change in 2023 

(nonresidential: 
million square 

feet) 

First-Yeara 
Electricity 
Savings 

(GWh) 

First-Year 
Peak 

Electrical 
Demand 
Reduction 

(MW) 

First-Year 
Natural Gas 
Savings 

(MMTherms) 

15-Year 
Present 
Valued 
Energy 
Cost 

Savings 

(2023 PV$) 

1 0.0008 0.000  0.00  0 $280  

2 0.0000 0.000  0.00  0 $0  

3 0.0238 0.002  0.00  0 $5,584  

4 0.0000 0.000  0.00  0 $0  

5 0.0024 0.000  0.00  0 $675  

6 0.0081 0.001  0.00  0 $2,613  

7 0.0015 0.000  0.00  0 $500  

8 0.0000 0.000  0.00  0 $0  

9 0.0000 0.000  0.00  0 $0  

10 0.0000 0.000  0.00  0 $0  

11 0.0000 0.000  0.00  0 $0  

12 0.0000 0.000  0.00  0 $0  

13 0.0000 0.000  0.00  0 $0  

14 0.0000 0.000  0.00  0 $0  

15 0.0000 0.000  0.00  0 $0  

16 0.0024 0.000  0.00  0 $327  

TOTAL 0.0391 0.0042 0.0017 0 $9,980  

a. First-year savings from all buildings completed statewide in 2023. 
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Table 42: Statewide Energy and Energy Cost Impacts ï New Construction ï Large 
Supermarket ï Air-Cooled Gas Cooler Restriction 

Climate 
Zone 

Statewide New 
Construction 
Impacted by 
Proposed 

Change in 2023 

(nonresidential: 
million square 

feet) 

First-Yeara 
Electricity 
Savings 

(GWh) 

First-Year 
Peak 

Electrical 
Demand 
Reduction 

(MW) 

First-Year 
Natural Gas 
Savings 

(MMTherms) 

15-Year 
Present 
Valued 
Energy 
Cost 

Savings 

(2023 PV$) 

1 0.0000 0.000  0.00  0 $0  

2 0.0000 0.000  0.00  0 $0  

3 0.0000 0.000  0.00  0 $0  

4 0.0000 0.000  0.00  0 $0  

5 0.0000 0.000  0.00  0 $0  

6 0.0000 0.000  0.00  0 $0  

7 0.0000 0.000  0.00  0 $0  

8 0.0000 0.000  0.00  0 $0  

9 0.0000 0.000  0.00  0 $0  

10 0.2951 0.245  0.21  0 $1,085,668  

11 0.0718 0.102  0.08  0 $428,471  

12 0.3035 0.136  0.41  0 $983,723  

13 0.1544 0.220  0.20  0 $929,238  

14 0.0663 0.091  0.06  0 $319,712  

15 0.0482 0.220  0.16  0 $731,886  

16 0.0000 0.000  0.00  0 $0  

TOTAL 0.9392 1.015 1.12 0 $4,478,698  

a. First-year savings from all buildings completed statewide in 2023. 
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Table 43: Statewide Energy and Energy Cost Impacts ï New Construction ï Large 
Supermarket ï Gas Cooler Sized at 6ÁF 

Climate 
Zone 

Statewide New 
Construction 
Impacted by 
Proposed 

Change in 2023 

(nonresidential: 
million square 

feet) 

First-Yeara 
Electricity 
Savings 

(GWh) 

First-Year 
Peak 

Electrical 
Demand 
Reduction 

(MW) 

First-Year 
Natural Gas 
Savings 

(MMTherms) 

15-Year 
Present 
Valued 
Energy 
Cost 

Savings 

(2023 PV$) 

1 0.0108 0.003  (0.00) 0 $6,781  

2 0.0641 0.009  0.00  0 $21,450  

3 0.2674 0.050  (0.01) 0 $121,683  

4 0.1356 0.029  (0.00) 0 $65,026  

5 0.0287 0.006  (0.00) 0 $15,407  

6 0.1938 0.052  0.01  0 $123,784  

7 0.1624 0.038  (0.01) 0 $96,201  

8 0.2738 0.047  (0.01) 0 $124,395  

9 0.4185 0.069  0.02  0 $161,153  

10 0.0000 0.000  0.00  0 $0  

11 0.0000 0.000  0.00  0 $0  

12 0.0000 0.000  0.00  0 $0  

13 0.0000 0.000  0.00  0 $0  

14 0.0000 0.000  0.00  0 $0  

15 0.0000 0.000  0.00  0 $0  

16 0.0233 0.003  (0.00) 0 $5,841  

TOTAL 1.58 0.31 0.01 0.00 $741,721  

a. First-year savings from all buildings completed statewide in 2023. 

2.5.2 Statewide Greenhouse Gas (GHG) Emissions Reductions 

The Statewide CASE Team calculated avoided GHG emissions assuming the 

emissions factors specified in the United States Environmental Protection Agency (U.S. 

EPA) Emissions & Generation Resource Integrated Database (eGRID) for the Western 

Electricity Coordination Council California (WECC CAMX) subregion. Avoided GHG 

emissions from natural gas savings attributable to sources other than utility-scale 

electrical power generation are calculated using emissions factors specified in U.S. 

EPAôs Compilation of Air Pollutant Emissions Factors (AP-42). See Appendix D for 

additional details on the methodology used to calculate GHG emissions. In short, this 

analysis assumes an average electricity emission factor of 240.4 metric tons CO2e per 

GWh based on the average emission factors for the CACX EGRID subregion. 
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Table 44 and Table 45 present the estimated first-year avoided GHG emissions of the 

proposed code change; the avoided GHG emissions of different measures cannot be 

added as multiple measures address the same equipment (gas cooler). Note that GHG 

emission calculated here are the indirect GHG reductions associated energy savings. 

Another side benefit of transcritical CO2 systems is the reduction in direct emissions of 

high GWP (global warming potential) refrigerants such as might be used in supermarket 

refrigeration systems. The energy efficiency measures described here are comparing a 

transcritical CO2 baseline system against a high efficiency transcritical CO2 system and 

thus there are no direct emissions reductions resulting from refrigerant choice. 

Table 44: First-Year Statewide GHG Emissions Impacts ï Large Refrigerated 
Warehouse 

Measure Electricity 
Savingsa 
(GWh/yr) 

Reduced GHG Emissions 
from Electricity Savingsa 

(Metric Tons CO2e) 

Total Reduced 
CO2e Emissionsa,b 

(Metric Tons CO2e) 

Air-Cooled Gas 
Cooler Restriction 

0.153 37  37  

Air-Cooled Gas 
Cooler Sized at 6ÁF 

0.005 1  1  

TOTAL 0.16 38 38 

a. First-year savings from all buildings completed statewide in 2023.  

b. Assumes the following emission factors: 227.9 MTCO2e/GWh 

Table 45: First-Year Statewide GHG Emissions Impacts ï Large Supermarket 

Measure Electricity 
Savingsa 
(GWh/yr) 

Reduced 
GHG 

Emissions 
from 

Electricity 
Savingsa 

(Metric 
Tons 
CO2e) 

Natural Gas 
Savingsa 

(MMTherms/yr) 

Reduced 
GHG 

Emissions 
from 

Natural 
Gas 

Savingsa 

(Metric 
Tons CO2e) 

Total 
Reduced 
CO2e 

Emissionsa,b 

(Metric Tons 
CO2e) 

Air-Cooled Gas 
Cooler 
Restriction 

0.83 199 0 0 199 

Air-Cooled Gas 
Cooler Sized at 
6ÁF 

0.32 77 0 0 77 

TOTAL 1 276 0 0 276 

a. First-year savings from all buildings completed statewide in 2023.  

b. Assumes the following emission factors: 227.9 MTCO2e/GWh. 
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2.5.3 Statewide Water Use Impacts 

The proposed code change would not result in water savings. Water usage is expected 

to increase due to the restriction of air-cooled gas coolers in multiple climate zones.  

Impacts on water use are presented in Table 46. It was assumed that all incremental 

water usage occurred outdoors, and the embedded electricity value was 3,565 

kWh/million gallons of water. The embedded electricity estimate was derived from a 

2015 CPUC study that quantified the embedded electricity savings from IOU programs 

that save both water and energy (CPUC 2015). See in Appendix B additional 

information on the embedded electricity savings estimates.  

Table 46: Impacts on Water Use and Embedded Electricity in Water 

Impact On-Site 
Indoor Water 

Savings 

(gallons/yr) 

On-site Outdoor 
Water Savings 

(gallons/yr) 

Embedded 
Electricity 
Savingsa 

(kWh/yr) 

Per Square Foot Impacts (LRWH) 0 (13) (0.047) 

Per Square Foot Impacts (LSM) 0 (9) (0.033) 

First-Yearb Statewide Impacts 0 (10,264,833) (36,594) 

a. Assumes embedded energy factor of 4,848kWh per million gallons of water for indoor use and 

3,565 kWh per million gallons of water for outdoor water use (CPUC 2015).  

2.5.4 Statewide Material Impacts  

The proposed code change would require additional material for some submeasures.  

The use of adiabatic gas coolers in place of air-cooled gas coolers would probably 

decrease the material (steel) use, as the adiabatic gas coolers are sized with higher 

approach (lower capacity) compared to the air-cooled gas coolers in the Standard Case. 

The pre-cooler pad material would be additional material type in the adiabatic gas 

coolers. The industry uses a variety of materials for pre-cooling pads; cellulose based 

pads are considered in this material impact analysis.  

Supercritical and subcritical optimized head pressure control and minimum SCT 

setpoint of 60ÁF would not have any impact on material used as these measures just 

change the equipment control. 

The increase in gas cooler size compared to the Standard Case, i.e., gas coolers sized 

at 6ÁF compared to 8ÁF in the Base Case, would increase the material (steel) used, as 

the gas coolers would need more material to reject the same amount of heat at a lower 

approach. The increase in the material usage is estimated based on the gas cooler 

manufacturer data. 
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Table 47: First-Year Statewide Impacts on Material Use ï Large Refrigerated 
Warehouse ï Air-Cooled Gas Cooler Restriction  

Material Impact  
(I, D, or NC)a 

Impact on Material Use (pounds/year) 

Per-Unit Impacts First-Yearb Statewide 
Impacts  

Cellulose or other type 
of pre-cooling pad 
materials 

I 0.06 9,825 

a. Material Increase (I), Decrease (D), or No Change (NC) compared to base case (lbs/yr). 

b. First-year savings from all buildings completed statewide in 2023. 

Table 48: First-Year Statewide Impacts on Material Use ï Large Refrigerated 
Warehouse ï Gas Cooler Sized at 6ÁF 

Material Impact  
(I, D, or NC)a 

Impact on Material Use (pounds/year) 

Per-Unit Impacts First-Yearb Statewide 
Impacts  

Steel I 0.0077 523 

a. Material Increase (I), Decrease (D), or No Change (NC) compared to base case (lbs/yr). 

b. First-year savings from all buildings completed statewide in 2023. 

Table 49: First-Year Statewide Impacts on Material Use ï Large Supermarket ï 
Air-Cooled Gas Cooler Restriction  

Material Impact  
(I, D, or NC)a 

Impact on Material Use (pounds/year) 

Per-Unit Impacts First-Yearb Statewide 
Impacts  

Cellulose or other type of 
pre-cooling pad materials 

I 0.046 115,811 

a. Material Increase (I), Decrease (D), or No Change (NC) compared to base case (lbs/yr). 

b. First-year savings from all buildings completed statewide in 2023. 

Table 50: First-Year Statewide Impacts on Material Use ï Large Supermarket ï 
Gas Cooler Sized at 6ÁF 

Material Impact  
(I, D, or NC)a 

Impact on Material Use (pounds/year) 

Per-Unit Impacts First-Yearb 
Statewide Impacts  

Steel I 0.0041 10,557 

a. Material Increase (I), Decrease (D), or No Change (NC) compared to base case (lbs/yr). 

b. First-year savings from all buildings completed statewide in 2023. 
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2.5.5 Other Non-Energy Impacts  

Non-energy benefits associated with the proposed measures includes improved 

education and understanding of transcritical CO2 system operations. As the state of 

California continues to seek reduction in greenhouse gas emissions, all low GWP 

refrigerants would present an opportunity for market actors to adopt decisions that are 

consistent with statewide goals. 
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3. Submeasure B: Minimum Air-Cooled Condenser 
Sizing and Specific Efficiency for Packaged 
Refrigeration Systems 

3.1 Measure Description  

3.1.1 Measure Overview 

The Statewide CASE Team proposes that the minimum size requirement for air cooled 

condensers for packaged refrigeration systems utilized in refrigerated warehouses be 

decreased to enable cost-effective installations. Condenser size is defined by the 

temperature difference (TD) between the design dry bulb temperature and saturated 

condensing temperature. The larger the temperature difference, the smaller the 

condenser. The existing requirement is 10ÁF TD for freezer systems and 15ÁF TD for 

cooler systems. The proposed requirement is 15ÁF TD for freezer systems and 20ÁF TD 

for cooler systems. Specific efficiency, which is related to condenser sizing, would also 

be modified from 65 Btuh/W to 60 Btuh/W. This would modify an existing code 

requirement that was developed without consideration of the package refrigeration 

system technology type, while also providing a limitation such that condensers are not 

routinely undersized. 

As part of this submeasure proposal, the standard has been revised to eliminate 

confusion around condenser requirement exemptions for packaged units and 

condensing units. As part of a code language cleanup effort in 2019, condenser sizing, 

specific efficiency, and condenser fins per inch requirements which were previously 

exempted for condensing units was inadvertently interpreted to be required without the 

requisite cost-effective analysis. These requirements are proposed to be exempt for 

units with compressor horsepower less than 100HP.  

The code change is applicable to new construction only. 

There is no proposed acceptance testing associated with this proposed measure. 

There are no proposed updates to the compliance software for this proposed measure. 

Because the proposed code change does not result in statewide energy savings, a full 

energy savings and cost effectiveness analysis has not been performed. 

3.1.2 Measure History 

Packaged refrigeration systems are a growing alternative to the traditional built up 

refrigeration systems that are used to provide cooling for refrigerated warehouses. 

Instead of a centrally located engine room with large compressors and vessels that 

provide cooling to all spaces throughout the warehouse, multiple packaged systems can 
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be installed on the roof or on grade outside with each providing cooling to a dedicated 

space or zone. These packaged systems utilize the same principles of the vapor 

compression refrigeration cycle and utilize the same refrigerant types (ammonia, HFCs). 

However, these products integrate all major components of a refrigeration system, 

including the compressors, condensers, vessels, and evaporators, into a unit that can 

be prefabricated, shipped, and installed. 

Packaged systems can offer multiple benefits including lower system charge, increased 

footprint available for productive spaces as they eliminate the need for an engine room, 

reduced pressure drop in the suction piping due to shorter piping runs, and reduced 

installation costs in some cases. Because they can offer systems with reduced charge, 

they can help eliminate potential market barriers for low GWP refrigerants such as 

ammonia where regulatory and compliance costs coupled with safety concerns would 

eliminate ammonia as an option with high charge central systems. 

Many of the main packaged system manufacturers provide equipment that meets most 

of the current Title 24, Part 6 requirements for refrigerated warehouse. However, 

stakeholder feedback has indicated that the air-cooled condenser sizing requirement is 

currently limit the adoption of this technology. Because these systems are pre-packaged 

and designed to be installed on the roof within a single base frame, current minimum 

condenser size requirements result in a cascade of cost impacts that extend beyond a 

larger condenser surface area, including transportation logistics, overall package size 

and weight, structural support requirements, etc. Additionally, the air-cooled minimum 

condenser size requirement was implemented into Title 24, Part 6 utilizing a prototype 

model that assumed a central system configuration, making the cost effectiveness 

results not comparable. 

The existing code requirements for refrigerated warehouses in Title 24, Part 6 Section 

120.6(a) were originally drafted and adopted as part of the 2008 code cycle, including 

the minimum condenser size requirement for air-cooled condensers. During this time 

packaged systems were not widely available in the market, and the prototype energy 

model used to develop the statewide energy savings and cost effectiveness calculations 

utilized assumptions associated with a central system as was standard practice in the 

industry. 

3.1.3 Summary of Proposed Changes to Code Documents  

The sections below summarize how the standards, Reference Appendices, Alternative 

Calculation Method (ACM) Reference Manuals, and compliance documents would be 

modified by the proposed change. See Section 7 of this report for detailed proposed 

revisions to code language. 
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3.1.3.1 Summary of Changes to the Standards 

This proposal would modify the following sections of Title 24, Part 6 as shown below. 

See Section 7.2 of this report for marked-up code language. 

SECTION 100.1 ï DEFINITIONS AND RULES OF CONSTRUCTION 

Section 100.1(b) ï Definitions  

This change adds definitions for condensing units and packaged refrigeration systems. 

The reason for adding them is that these terms are used frequently in Section 120.6(a). 

The necessity is to improve Title 24, Part 6ôs compliance with the clarity and 

consistency criteria of California Government Code Sections 11349 and 11349.1, and 

California Code of Regulations, Title 1, Section 16.  

SECTION 120.6 Mandatory Requirements for Covered Processes 

120.6(a)4 ï Condensers 

Section 120.6(a)4A ïThe purpose of this change is to clarify the exception to this 

requirement by defining what is considered a quick chilling or freezing load. It is 

necessary to improve Title 24, Part 6ôs compliance with the clarity and consistency 

criteria of California Government Code Sections 11349 and 11349.1, and California 

Code of Regulations, Title 1, Section 16.  

Section 120.6(a)4B ï The purpose of this change is to add the specific condenser sizing 

requirements related to condensing units and packaged systems. It is necessary 

because these requirements do not exist in the current code language.  

Section 120.6(a)4B ï Separately from the above, this change removes the exemption of 

sizing requirements for condensing units under 100HP. The reason is that it is later 

included at the end of Section 120.6(a)4. This change is necessary to improve Title 24, 

Part 6ôs compliance with the clarity and consistency criteria of California Government 

Code Sections 11349 and 11349.1, and California Code of Regulations, Title 1, Section 

16. 

Section 120.6(a)4B ï The purpose of this change is to make the second exception to 

this section the only one, and to clarify the design cooling load that apply to quick 

chilling or freezing. It is necessary to improve Title 24, Part 6ôs compliance with the 

clarity and consistency criteria of California Government Code Sections 11349 and 

11349.1, and California Code of Regulations, Title 1, Section 16. 

Section 120.6(a)4C ï The purpose of this change is to clarify the design cooling load 

that apply to quick chilling or freezing. It is necessary to improve Title 24, Part 6ôs 

compliance with the clarity and consistency criteria of California Government Code 

Sections 11349 and 11349.1, and California Code of Regulations, Title 1, Section 16. 
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Section 120.6(a)4 ï The purpose of this change is to add the exemptions for 

condensing units and packaged units under 100HP related to sizing, specific efficiency, 

and fins per inch requirements. The reason is to improve clarity and include packaged 

units (condensing units are already exempted). This change is necessary to improve 

Title 24, Part 6ôs compliance with the clarity and consistency criteria of California 

Government Code Sections 11349 and 11349.1, and California Code of Regulations, 

Title 1, Section 16. 

Table 120.6-E ï The purpose of the change to this table is to add the specific efficiency 

requirements for packaged units and condensing units greater than or equal to 100HP 

and to specify the rating conditions for determining specific efficiency. This change is 

necessary to make the table consistent with the rest of Sections 120.6(a)4. 

3.1.3.2 Summary of Changes to the Reference Appendices 

The proposed code change would not modify the Reference Appendices. 

3.1.3.3 Summary of Changes to the Nonresidential ACM Reference Manual  

The proposed code change would not modify the ACM Reference Manual. 

3.1.3.4 Summary of Changes to the Nonresidential Compliance Manual  

The proposed code change would modify Section 10.6.3.3 Condensers of the 

Nonresidential Compliance Manual. See Section 7.5 of this report for the detailed 

proposed revisions to the text of the Compliance Manuals. 

3.1.3.5 Summary of Changes to Compliance Documents  

The proposed code change would modify the compliance documents listed below. 

Examples of the revised documents are presented in Section 7.6.  

¶ NRCC-PRC-E ï revised to include a table section that allows for the design 

temperature difference for air cooled condensers associated with packaged units. 

3.1.4 Regulatory Context 

3.1.4.1 Existing Requirements in the California Energy Code 

The existing requirements in Title 24, Part 6 for minimum sizing of air-cooled 

condensers for refrigerated warehouse is a 10ᴌ temperature difference between design 

dry bulb temperature and saturated condensing temperature for systems serving 

freezers and 15ᴌ for systems serving coolers. There currently exist two exemptions for 

condensing units below 100HP and for systems serving quick chilling/freezing process 

loads. 
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3.1.4.2 Relationship to Requirements in Other Parts of the California Building 
Code  

There are no relevant requirements in other parts of the California Building Code. 

3.1.4.3 Relationship to Local, State, or Federal Laws 

There are no relevant local, state, or federal laws. 

3.1.4.4 Relationship to Industry Standards  

There are no relevant industry standards. 

3.1.5 Compliance and Enforcement 

When developing this proposal, the Statewide CASE Team considered methods to 

streamline the compliance and enforcement process and how negative impacts on 

market actors who are involved in the process could be mitigated or reduced. This 

section describes how to comply with the proposed code change. It also describes the 

compliance verification process. Appendix E presents how the proposed changes could 

impact various market actors.  

The activities that need to occur during each phase of the project are described below: 

¶ Design Phase: Design engineers, contractors, and owners collaborate to 

develop refrigeration system design loads and select the best system 

configuration and pieces of equipment to supply adequate cooling. All parties 

involved should be aware of the proposed code changes as it relates to sizing air 

cooled condensers if a packaged system is selected to meet the loads. 

¶ Permit Application Phase: Typically, a contractor would develop a set of 

stamped engineering plan drawings on the ownerôs behalf, that would include 

refrigeration system design and equipment schedules. The drawings can also be 

developed by an independent engineering firm and are used as the basis for 

contractors to supply bids for the project. This set of plan drawings should 

incorporate information on the packaged refrigeration units and the related 

condenser design specifications. If the selected equipment does not comply with 

Title 24, Part 6, the authority having jurisdiction should provide plan check 

comments to correct this before providing any building permits. 

¶ Construction Phase: Contractors install the refrigeration system as described in 

the approved plan drawings, with oversight from the owner and authority having 

jurisdiction. The installed equipment should match what was approved and 

specified in the equipment schedule. This is documented by the Covered 

Process Certificate of Installation and signed by the responsible party ï typically 

the licensed mechanical contractor.   



 

2022 Title 24, Part 6 Final CASE Report ï 2022-NR-COV-PROC2-F | 104 

¶ Inspection Phase: After construction, the owner or contractor have the 

responsibility to have the building and its various mechanical systems inspected 

by the authority having jurisdiction. This inspection phase should include an 

examination of the refrigeration system to verify the compliant equipment 

described in the plan drawings matches what was physically installed.  

The compliance process described above is very similar to the process that currently 

exists for measures related to refrigerated warehouses and commercial refrigeration. 

Updates to the existing refrigerated warehouse certificate of compliance document 

(NRCC-PRC-E) are anticipated in order for designers, owners, and contractors to 

provide evidence on their design drawings that the proposed equipment complies with 

Title 24, Part 6. These compliance documents updates are expected to be analogous to 

the existing air-cooled condenser sizing section already included in NRCC-PRC-E. No 

additional acceptance testing is expected to be required as this an equipment 

specification and not a control specification. 

3.2 Market Analysis 

3.2.1 Market Structure 

The Statewide CASE Team performed a market analysis with the goals of identifying 

current technology availability, current product availability, and market trends. It then 

considered how the proposed standard may impact the market in general as well as 

individual market actors. Information was gathered about the incremental cost of 

complying with the proposed measure. Estimates of market size and measure 

applicability were identified through research and outreach with stakeholders including 

utility program staff, Energy Commission staff, and a wide range of industry actors. In 

addition to conducting personalized outreach, the Statewide CASE Team discussed the 

current market structure and potential market barriers during public stakeholder 

meetings that the Statewide CASE Team held on November 7, 2019 and April 2, 2020. 

The packaged market is comprised of the following key market actors: package 

manufacturers, distributors/sales representatives, design engineers, installation 

contractors, and end users. The packaged systems used in refrigerated warehouses are 

supplied by multiple original equipment manufacturers (OEMs) with approximately five 

to eight major manufacturers. Packaged systems come in a variety of capacity ranges 

from approximately 40 tons of refrigeration (TR) capacity to 900 TR, with multiple 

refrigerant options including ammonia and HFCs (R134a). Most available packages 

include ambient dry bulb following control with variable speed condenser fans that are 

controlled in unison per current Title 24, Part 6 requirements. Other energy efficiency 

options are available including floating suction pressure control and variable speed 
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control of the compressors. Most packaged utilize air cooled condensers, with some 

market options available with water cooled condensers connected to a cooling tower.  

In order to determine what type and what size package should be installed at existing 

refrigerated warehouses or new refrigerated warehouses, design engineers or design 

build contractors are hired by the end users to provide equipment specifications. There 

are on the order of 10-15 major design build contractors throughout the state of 

California with experience in industrial refrigeration that assist end users in selecting 

equipment. There are multiple items for consideration whenever packages are 

specified. These considerations range from energy efficiency, design capacity, 

installation cost, first cost, application type (freezer vs. cooler vs. process load), and 

materials of construction. Once the packaged units are selected, contractors purchase 

the equipment through manufacturers directly or through distribution representatives 

and resell the equipment to the end user at a marked-up price. End users may have the 

option to purchase equipment directly from a distributor, but this is not common 

practice. The population of end users in the market for industrial refrigeration equipment 

are facility owners ranging from cold storage, food and beverage processing, dairy 

processing, and agricultural product processors. Based on a Lawrence Berkeley 

National Laboratory study conducted in 2012 for Demand Response potential in 

California Refrigerated Warehouses, a sample population of approximately 300 facilities 

were surveyed. This sample population is estimated to be approximately two-thirds of 

the entire statewide facility population, indicating an estimated end user market of over 

500 facilities. 

3.2.2 Technical Feasibility, Market Availability, and Current Practices 

A market study was conducted to understand the availability of packaged systems, the 

current design options available to end users, and how these options related to the 

existing Title 24, Part 6 code language. The table below summarizes the findings of the 

market study. 
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Table 51: Package System Market Summary 

Manufacturer Capacity 
Available 
(TR) 

Refrigerant 
Options 

Condenser 
Type Options 

Typical Air-
Cooled 
Condenser 
Sizing 

Condenser 
Fan 
Variable 
Speed 
Control 

Minimum 
70F SCT 

Head Pressure 
Control with Air 
Cooled Condenser 

Manufacturer A Up to 350 Ammonia Air Cooled 15-20ÁF Yes Yes Temperature reset 
(i.e., floating head 
pressure) 

Manufacturer B Up to 150 Ammonia Water Cooled N/A N/A Yes N/A 

Manufacturer C Up to 900 Ammonia Water Cooled N/A N/A Yes N/A 

Manufacturer D Up to 200 R134a Air Cooled 15ÁF ï 20ÁF Yes Yes Temperature reset 
(i.e., floating head 
pressure) 

Manufacturer E Up to 400 Ammonia Air Cooled, 
Water Cooled 

15ÁF Yes Yes Temperature reset 
(i.e., floating head 
pressure) 
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Overall, there are three main manufacturers that utilize air cooled condensers as part of 

their package system design. While Title 24, Part 6 requirements like head pressure 

control, minimum SCT, and condenser fan control are met with the current available 

products in the market, air cooled condensers are typically sized smaller than what is 

required for central systems.  

The proposed code change proposal would allow for smaller air-cooled condensers to 

be installed as part of the packaged systems. Design practices would simply be 

modified to accommodate higher design saturated condensing temperatures from the 

existing code language requiring 10-15ÁF temperature difference to 20ÁF. Package 

manufacturers would still be compelled to size their condensers sufficiently large to 

keep the compressors within the compressor manufacturer recommended operating 

envelope without excessively high head pressures. Additionally, because condensers 

are sized for the highest annual ambient temperatures and design loads, typical 

operating points would still be at reduced head pressures throughout the year, and 

would still be utilizing variable fan speed control, which would limit the impact of higher 

energy consumption.  

3.2.3  Market Impacts and Economic Assessments 

3.2.3.1 Impact on Builders 

Builders of residential and commercial structures are directly impacted by many of the 

measures proposed by the Statewide CASE Team for the 2022 code cycle. It is within 

the normal practices of these businesses to adjust their building practices to changes in 

building codes. When necessary, builders engage in continuing education and training 

in order to remain compliant with changes to design practices and building codes.  

Californiaôs construction industry is comprised of about 80,000 business establishments 

and 860,000 employees (see Table 52).7 In 2018, total payroll was $80 billion. Nearly 

17,000 establishments and 344,000 employees focus on the commercial sector. The 

remainder of establishments and employees work in industrial, utilities, infrastructure, 

and other heavy construction (industrial sector). 

 

7 Average total monthly employment in California in 2018 was 18.6 million; the construction industry 

represented 4.5 percent of 2018 employment. 






















































































































































































































































































































































































